



SECTION 678-0003 – RELOCATE PEDESTRIAN SIGNAL
678-0003.01  DESCRIPTION. This work shall consist of removing and relocating pedestrian signals in accordance with Section 678 and as shown on the Plans. 
678-0003.02  MATERIALS. Materials shall meet the requirements of the following subsections:
High Strength Structural Bolts and Assemblies, 120 ksi	714.05
Anchor Bolts for Signals, Lighting, and Overhead Signs	714.09
Pedestal Posts and Bases	752.01
Electrical Conduit	752.06
Traffic Signal Conductor Cable	752.07
Accessible Pedestrian Signals	752.10
All other materials shall be in accordance with the Plans and specifications and shall be approved by the Engineer prior to use.
678-0003.03  CONSTRUCTION REQUIREMENTS. Existing pedestrian signal assemblies shall be removed and reinstalled at locations shown on the plans and as directed by the Engineer. 
678-0003.04  METHOD OF MEASUREMENT. The quantity of Relocate Pedestrian Signal to be measured for payment will be the number of each relocated in the complete and accepted work.
678-0003.05  BASIS OF PAYMENT. The accepted quantity of Relocate Pedestrian Signal will be paid for at the Contract unit price for each. Payment will be full compensation for removing, transporting, and reinstalling pedestrians signals and for furnishing all labor, materials, tools, equipment, and incidentals necessary to complete the work.
Payment will be made under:
	Pay Item									Pay Item
678.2020001 Relocate Pedestrian Signal	Each
