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VINES PLANTING DETAIL
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ALL STEMS AS SHOWN.

TAPER 3" FROM 

2" BARK MULCH

PLANT IN PREPARED BED AS NOTED ON PLANS.

SCORE SIDE OF PERENNIALS IF PLANTS ARE ROOTBOUND.

REMOVE PLANTS FROM CONTAINERS.

WATER THOROUGHLY AT TIME OF PLANTING.

TAMP TO REMOVE AIR POCKETS AND

LANDSCAPE BACKFILL.

EXISTING GRADE

FINISHED GRADE

RETAIN ITS SHAPE FOR REPEATED WATERING.

SAUCER WITH 3" DIAMETER.  FIRMLY PACK TO

FROM EXISTING GRADE FORM CONTINUOUS

FOR NURSERY STOCK ANSI  Z60. 

ALL PLANT MATERIAL SHALL COMPLY WITH AMERICAN STANDARD 

SHALL BE REMOVED AT THE TIME OF PLANTING.

ALL CONTAINERS, NURSERY TAGS, STRING, WIRE OR SURVEYORS TAPE 

REVISIONS.

VTRANS SPECIFICATIONS FOR CONSTRUCTION AND ITS LATEST 

WATER IN ACCORDANCE WITH SECTION 656 OF THE CURRENT 

ESTABLISHEMENT PERIOD.

EACH ROW.  IF NECESSARY REBUILD THE MOUNDS DURING 

BETWEEN EACH ROW OF PERENNIALS TO RETAIN THE WATER IN 

BANK.  IF STEEPER THAN 1:2 PLACE SIMILAR CONTINUOUS MOUND 

SOIL MOUND ON THE LOWER SLOPE AND BLEND BACK INTO UPPER 

FOR SLOPE PLANTINGS, BUILD UP THE 3 INCH HIGH ROUND TOPPED 

SHOW ON THE PLANS.

PLANT IN ALTERNATING ROWS.  PLANT IN A CONTINUOUS PIT AS 

OF PLANTING PIT.

PLANTINGS SHALL BE PLANTED WITHIN 24 HOURS OF EXCAVATION 
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