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                    POST REQUIRMENTS

FEBRUARY 10, 2014 - CLARIFY TRANSITION

APRIL 23, 2012 - GENERAL UPDATE 2012

AUGUST 9, 2010 - ORIGINAL APPROVAL

BEAM GUARDRAIL

PAY LIMIT FOR BOX

L OF BRIDGE POSTC CL OF FIRST HEAVY POST

C

 (BOTTOM RAIL)

L OF EXPANSION SPLICE ASSEMBLY C

SURFACE

TOP OF ROADWAY

RAILING

TOP OF BRIDGE

CC

ASSEMBLY (TOP RAIL)

L OF FIXED SPLICE
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FLARED BACK SECTION OF TUBE

OF THE GROUND AT THE END OF THE

9"  MEASURED FROM THE ELEVATION

(TOP & MIDDLE RAIL) 

SLOPE TRANSITION 

ASSEMBLY,  BEGIN RAIL

L OF EXPANSION SPLICE 

BEAM GUARDRAIL

PAY LIMIT FOR BOX

L OF BRIDGE POSTC

R
A
IL

F
A

C
E
 

O
F
 

3 RAIL BOX BEAM ELEVATION

3 RAIL BOX BEAM PLAN VIEW
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SEE PLAN ABOVE FOR LOCATION

TURN BACK & DOWN MIDDLE RAIL

TOP AND MIDDLE RAIL (SLOPED)

HSS6x6x‰ GALVANIZED BOX BEAM

BOTTOM RAIL (TERMINATE AS SHOWN)

HSS5x3x‚ GALVANIZED BOX BEAM

SLOPED TO HIGHWAY MOUNTING HEIGHT

HSS6x6x‰ GALVANIZED BOX BEAM

BOTTOM RAIL (TERMINATE AS SHOWN)

HSS5x3x‚ GALVANIZED BOX BEAM

BE FIELD DRILLED (TYP)

MIDDLE RAIL SHELF ANGLE MAY 

HOLES IN THE POST FOR THE 

GALVANIZED 3 RAIL BOX BEAM

PAY LIMIT FOR BRIDGE RAILING,

ASSEMBLY (MIDDLE RAIL)

L OF TURN BACK SPLICE

AT 15°

THIS ANGLE 

SET AND HOLD 

*

*LONG LEG HORIZONTAL

GUARDRAIL APPROACH SECTION ITEM.

INCLUDED IN THE UNIT PRICE BID FOR

THE COST OF THIS POST TO BE

REQUIRED

TO ANGLE CONNECTION IS

REQUIRED (THIS POST), POST

ANGLE CONNECTION NOT

BOX BEAM TO RAIL SUPPORT

(6) SPACES @ 3'-0" = 18'-0"(4) SPACES @ 2'-0" = 8'-0"(3) SPACES @ 2'-0" = 6'-0"
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PAY LIMIT FOR GUARDRAIL APPROACH SECTION, GALVANIZED 3 RAIL BOX BEAM

PAY LIMIT FOR GUARDRAIL APPROACH SECTION, GALVANIZED 3 RAIL BOX BEAM

6'-0" 8'-0"

 

18'-0"

(4) W6x9 HEAVY POST (6) S3x5.7 STANDARD POST & (2) S3x5.7 STANDARD POST FOR MIDDLE RAIL FLARE BACK (AS SHOWN)

 

BLOCKOUT

GALVANIZED

HSS8x6x‚

(SEE STANDARD G1-B FOR POST DETAILS) (SEE NOTE 2)

(4) S3x5.7 TRANSITION POST

(SEE NOTE 2)

BEGIN BOTTOM RAIL FLARE BACK

6"  L W6x9 HEAVY POST TO

FOR POST CONNECTION DETAILS

4•" LONG SEE STANDARD G1-B

SHELF ANGLE L5x3•x… LLH

ONE AND TWO ONLY

NOT BOLTED TO BLOCKOUTS FOR POSTS

TOP, MIDDLE & BOTTOM BOX BEAMS

REQUIRED:

OTHER STDS.
G-1B, S-364A

2. S3x5.7 POSTS SHALL MEET THE REQUIREMENTS OF 728.01(c).

   OTHERWISE NOTED.

   NOTES SHALL BE THE SAME AS THOSE OF THE BRIDGE RAIL, UNLESS

1. BOX BEAM TUBE AND STEEL POST MATERIALS, DIMENSION SIZES AND

NOTES:
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pbeyor
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pbeyor
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