
7’¨5’¨

SAME FOR 4:1 SLOPE

BOTTOM

OF SLOPEORIGINAL

GROUND

CONST. ¯ 

& PROFILE GRADE LINE

TRAVEL WAY

12’-0"

TRAVEL WAY

12’-0"

SIDEWALK

6’-0"

SHOULDER

3’-0"

2’-6"

ITEM 403.11-HOT BITUMINOUS PAVEMENT MACHINE METHOD

7’¨ 5’¨

ORIGINAL

GROUND

5’

BOTTOM

OF SLOPE

SAME FOR 4:1 SLOPE

EXISTING GROUND

ITEM 609.01 - 

STRAIGHT GRANITE CURB

(WITH GUARDRAIL)

ITEM 608.13 - 3" 

BITUMINOUS SIDEWALK

2’-6" 

XX" WEARING COURSE, ¨ 30’ WIDE, 0.085 TON/SY

XX" BINDER COURSE, ¨ 30’ WIDE, 0.114 TON/SY

XX" BASE COURSE, ¨ 30’ WIDE, 0.143 TON/SY

SHOULDER

3’-0"

US ROUTE 2 TEMPORARY BRIDGE APPROACH ROADWAY TYPICAL

(BRIDGE REHABILITATION ALTERNATIVE)

(300 SERIES)

7’¨5’¨

SAME FOR 4:1 SLOPE

BOTTOM

OF SLOPEORIGINAL

GROUND

CONST. ¯ 

& PROFILE GRADE LINE

TRAVEL WAY

14’-0"

SIDEWALK

10’-0"

SHOULDER

6’-0"

2’-6" SHOULDER

6’-0"

ITEM 403.11-HOT BITUMINOUS PAVEMENT MACHINE METHOD

7’¨ 5’¨

ORIGINAL

GROUND

5’

BOTTOM

OF SLOPE

SAME FOR 4:1 SLOPE

EXISTING GROUND

5’

ITEM 608.13 - 3" 

BITUMINOUS SIDEWALK

ITEM 609.01 - 

STRAIGHT GRANITE CURB

(WITH GUARDRAIL)

2’-6" TRAVEL WAY

14’-0"

US ROUTE 2 BRIDGE APPROACH TYPICAL

(PREFERRED ALTERNATIVE CONCEPT)

(400 SERIES)


