
TIMBER GUARDRAIL (WOOD POSTS) 
 

**From Townshend STP SCTT (1) 
 

xx. DESCRIPTION. This work shall consist of the furnishing and assembling 
of guardrail. 

 
xx. MATERIALS. Materials shall meet the requirements of the following 

Subsections: 
 

Timber Preservative …………………………………………………………………………………….726.01 
Copper Naphthenate Solution …………………………………………………………………726.04 
Galvanizing ………………………………………………………………………………………………………….726.08 
Posts and Post Accessories ………………………………………………………………….728.01 
Rail Elements …………………………………………………………………………………………………….728.02(f)&(g) 
Hardware ………………………………………………………………………………………………………………..728.03 (e)&(f) 

       
 Concrete shall meet the requirements of Section 501 for Concrete, High 

Performance Class B. 
 

xx. POSTS. Posts shall be driven into pilot holes that have been punched or 
drilled. The dimensions of the pilot hole shall not exceed the 
dimensions of the post by more than 25 mm (1 inch). If impenetrable 
material is encountered while placing the post, the pilot shall be 
enlarged to provide not less than 150 mm (6 inches) of clearance on all 
sides and a minimum depth of 760 mm (2.5 feet). The post shall be set 
in concrete, the type and size as shown on the plans, to within 150 mm 
(6 inches) of the top of the hole. The remaining 150 mm (6 inches) 
shall be backfilled with a suitable material and compacted to the 
satisfaction of the Engineer. The concrete shall be set over 75 mm (3 
inches) of sand as shown on the plans. 
 

xx. RAIL ELEMENTS. Timber rails shall be cut to produce a close fit at all 
joints. Field cuts shall be treated with an approved material as 
determined by the Engineer. 
 

xx. FIELD PAINTING. Galvanized components that have been cut, abraded, or 
damaged such that base metal is exposed shall be cleaned and painted 
with two coats of an approved coating. 

  
xx. METHOD OF MEASUREMENT. The quantity of Special Provision (Timber 

Guardrail (Wood Posts)) to be measured for payment will be the number 
of meters (linear feet) installed in the complete and accepted work, 
measured from end to end along the face of rail, including terminal 
sections. The measured length will be multiplied by a pay factor of 1.4 
for a post spacing of 1.5 m (5 feet). 
 

      Minor repairs and replacement of parts for anchorage devices, such as 
tightening nuts, replacing nuts and/or bolts, rethreading rod ends, 
etc. will be considered incidental to Pay item 900.640 Special 
Provision (Timber Guardrail (Wood Posts)). 
 

xx. BASIS OF PAYMENT. Payment will be full compensation for furnishing, 
transporting, handling, and placing the materials specified, and for 
furnishing all labor, tools, equipment, and incidentals necessary to 
complete the work. Enlarging holes as necessary for placement of posts, 
furnishing and placing concrete fill and backfill material, and 



compacting backfill to the satisfaction of the Engineer will not be 
paid for separately, but will be considered incidental to pay item 
900.640 Special Provision (Timber Guardrail (Wood Posts)). 
 
Payment will be made under: 
 
 Pay Item        Pay Unit 
 
900.640 Special Provision (Timber Guardrail (Wood Posts)) Meter 
                                                          (Linear Foot) 

            
 


