%" MINIMUM COVER —=f

10

(TYP)

oe

PLAN VIEW

N
ol

CK'D BY FDB OK'D BY HIS

May 19, 2015

NO Approved
By Carolyn Carlson DATE 05/21/2015

10

SIDE VIEW

W' STEEL SHIM (16ga.)
e / (6 REQD.)
Vi
Vi

L

2.

SECTION A-A

QTY.REQD. =38

124

/1/ " PLATE

SHIM PLATE

QTY.REQD.=8
GALVANIZED

—leo 1.

:j [ (5) 7/16" LAYERS
ya o—1
/ -—1

NOTES FOR LAMINATED ELASTOMERIC BEARING PADS (ITEM NO. 531.17):

ALL INTERNAL STEEL SHIMS SHALL BE ASTM A1011 GRADE 36

BEARINGS TO BE MANUFACTURED ACCORDING TO AASHTO LRFD
STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES, SECTION 14
& 18, 17th. EDITION, 2002 AND 2010 INTERIMS.

BEARINGS SHALL ALSO CONFORM TO VT AOT APPLICABLE
SUBSECTIONS OF SECTIONS 531 AND 731.

. ELASTOMERIC NATURAL RUBBER MATERIAL TO BE 50+/-5

DUROMETER HARDNESS, GR. 4

. ALL STEEL PRODUCED IN THE U.S.A.
. THE BEARINGS ARE DESIGNED SO THAT THE SUPERSTRUCTURE

MAY BE ERECTED WHEN THE AMBIENT AIR TEMPERATURE IS
WITHIN THE RANGE OF 40 DEG. F. TO 90 DEG. F.

. ALL LOOSE STEEL SHIMS SHALL BE ASTM GRADE 36 AND SHALL

BE GALVANIZED.

VERMONT AOT
TOWN OF MIDDLESEX
WASHINGTON COUNTY, VERMONT
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