AMERICAN HCI25
W/ 5/000 LB CW
140 FT BOOM

30,340 LB MAX PICK WEIGHT
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STAGE |- PREPARATION

I.ONCE SITE PREPARATION IS COMPLETE, MOVE HC-125 CRANE INTO THE
APPROXIMATE LOCATION SHOWN. APPROXIMATE STATION 28+74 FOR CENTER PIN.
2.IT IS IMPERATIVE THAT THE CRANE OPERATORS FAMILIARIZE THEMSELVES WITH
THE LOCATION OF THE OVERHEAD UTILITIES ON THE WESTERN SIDE OF THE ROAD.
3. ENSURE ELEVATION AND POSITION OF CRANE IS APPROPRIATE FOR THE PLACEMENT
OF ALL STEEL GIRDERS. MAXIMUM RADIUS OF HC-125 WITH HEAVIEST PICK IS 60 FT.
BOOM LENGTH OF 140 FEET.
4. THE CONTRACTOR SHALL VERIFY THE STABILITY AND LOCATION OF CRANE PRIOR
TO ALL PICKS.
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STAGE 2 - INSTALLATION OF G2/G3

. BEGIN INSTALLATION OF G2, 4436 LBS, 60 FT RADIUS.

2.0NCE BEAM IS IN PLACE, USE 2'RATCHET STRAP TO SECURE ENDS OF BEAM
TO BOTH ABUTMENTS (SEE DETAIL A, SHEET 2). DISCONNECT CRANE.

3. BEGIN INSTALLATION OF G3, 4436 LBS, 60 FT RADIUS.

4. ONCE BEAM IS SET,USE 2'RATCHET STRAP TO SECURE END OF BEAM
TO BOTH ABUTMENTS (SEE DETAIL A, SHEET 2). DISCONNECT CRANE.

5. INSTALL DIAPHRAGMS BETWEEN G2 AND G3.
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AMERICAN HCIZ25
W/ 5/000 LB CW
1490 FT BOOM

30,340 LB MAX PICK WEIGHT
MAX RADIUS =60 FT

OVERHEAD UTILITIES T;’j

I. INSTALL DIAPHRAGMS BETWEEN G2/G/ ON G2. INSTALL DIPHRAGMS BETWEEN
G3/G4 ON G3.
2. BEGIN INSTALLATION OF Gl, 4377 LBS, 60 FT RADIUS.
—_ E 3. CONNECT DIAPHRAGMS BETWEEN Gl AND G2 PRIOR TO DISCONNECTING CRANE.
o 4. BEGIN INSTALLATION OF (G4, 4377 LBS, 60 FT RADIUS.
5. CONNECT DIAPHRAGMS BETWEEN G3 AND G4 PRIOR TO DISCONNECTING CRANE.

_Ki: STAGE 3 - INSTALLATION OF Gl/G4
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