CONSTRUCTION
LRIDEES STiiTiES foADs

131 Broad Street, Claremont, NH 03743
Ph 603 542-2801 Fax 603 542-2822

To: Vermont Agency of Transportati Project:
Vermont Agency of Transportati
Contract Administration
Montpelier VT 05633

Transmittal

Date: 06-17-2013

2045

WOODSTOCK BRO 1444(55)
One National Life Drive
Montpelier VT 05633

Prepared By: Timothy St.Pierre

ltem Quantity Description

540.10 1 Erection Plan

Please sign and date this form as proof that you are in receipt of the above listed items.
Return form to B.U.R. Construction, LLC

Signed: Date:




o
At
s
AR
ENRRRG
PRI %
R
FRNRRS
SENAASY

N Fa
o0,
v
#

1 e o

FLga7

R SRS

!

_,_
Afteoitn o pr,

TEREXIDENMIAG A

THAGIMG

D

Ao

10,96,

10,260

WIRTWATT [egetny
RENIT
TP

i, 780 VA0

P

LIANE

ERECTION B

LAN SEQUENCE:

fefeas

™

2 TOu P

oH P

Tt iger™
40 PalkY




TEREX[
V7777 7 oosanc

AC1 5 0 - 1 Capacities on Main Boom HA

Capacity (kip) = Load + Hook Block

Slew Range 0-380 °

Cutrigger Length 27 ft

Cutrigger Width 246

Counterweight 109,8 Kip
fain Boom Length () 88,3 8909 1033 . 1033 103,3 143,3 1033 : 1033
Radius {ft) . -

13,1 . 24,7 .

148 547 | 842 — . :

16.4 547 54 1391 4083 785 752 732 | 547

18,7 .47 631 . 1323 1038 89 879 675 ¢ 825

23 a2 A0a3 1254 98,3 622 81,7 622 . 492

28,2 50,5 487 1184 93 5 564 58 | 459

28,5 483 43 11,1 87,3 529 ha.7 545 ; 428

328 46,1 387 1038 . 816 489 487 511 1 397

39.4 408 355 89,7 71 447 417 46 | 34

459 355 3t 774 64,4 a7, 3r3 406 | 304

52,5 a2 28 657 515 328 331 364 | 274

59,1 288 254 546 52 293 285 328 ’ 243

65,6 28,2 228 455 48,1 267 274 4 | 22

72,2 245 21,2 38,2 432 24 24,5 28 201

787 19,6 346 37,9 223 2271 282 : 185

85,3 oo, 04 38§ o5 213wy | e

91,8 26,7 30 19 1846 231 1 163
Single hook biock o3 3 7 I 4 4 1 3
LK-Code 17 1@ 19 20 b 22 23 2%
Tele | (% i o 45 0 6 ¢ o i B
Tele 2 {%) ] 0 5 45 ] ¢ g 1 @
Tele 3 (%) 0 ) 45 45 % 45 G ;6
Tele 4 (%) 5 & 45 45 45 = 1 LW
Tele 5 (%) a0 100 b 45 45 45 & W

15 Cktober 2003 22138412 - 3 usa



Single-Path Round Slings

SLINGMAX 7 *

RIGGING PRODUCTS

SINGLE-PATH ROUND SLINGS

RATED CAPACITIES (L.BS.)
VERTICAL | CHOKER | BASKET Approx.
CODE | COLOR A il | woTH | weignt
j W& At} ibs. per fi.
SP300 Purpie 3,600 2,400 6,000 27 .30
SP450 Black 4,500 3,600 ©,000 ar 45
SPB00 Green 6,000 4,800 12,000 27 48
SP8GO Yellow 8,000 7,260 18,000 2- 70
SP1200 Gray 12,000 9,600 24,000 3" .80
SP14060 Red 14,000 11,200 28,000 8"
SP1700 Brown 17,000 13,600 34,000 g
SP2200 Blue 22,000 17,600 44,000 g
P |LBP2600° | Orange |7 26,0005 20800 SS2E00 Ty e
SP3200 Orange 32,000 25,600 64,000 47
SP5000 Crange 50,000 40,000 100,000 o
SP6000 Orange 60,000 48,600 120,000 5" 3.00

Sling cover color can change 1o mee! customer specifications. DO NOT EXCEED RATED CAPACITY,

LIFTING FIBERS - Endless loops of polyester load bearing yarn

COVER - Polyester color cover
Aramid outer covers also available for heat protection

LABEL - Plastic or leather available - Private labeling also

CAPACITIES — 3000 pounds to 80,000 pounds vertical rated capacity

DESIGN FACTOR - 510 1
COLORS — Wide variety available (including BLLACK for stage rigging)

CONFIGURATIONS — Roundsling or eye-and-eye

APPLICATIONS — Vertical, basket or choker

INSPECTION - Slings should be examined throughout their length for abrasion, cuts, heat damage,
fitting distortion or damage, and tag legibility. Abrasion, heat damage, or cuts to the
cover may indicate a loss of strength to the load core. If any doubts are held by the
inspector, the sling should be taken out of service. Slings removed from service that are
not capable of repair shall be destroyed and rendered completely unfit for future use.

:::gdfaii i damaged, misused or overloaded. Inspect before use. Use only if trained. Observe
b te‘:ma‘-"t)’- Prioect sling from contact with edges. Avoid exposure to acid, alkali, sunfight

Perature over 180°F. DEATH or INJURY can oceur from improper use or maintenance,

B



o
wl TUERD ST =




Mechanical Splice Flemish Eye Slings ¢ SLINGMAX 7 *

This is a general purpose sling. It is adaptable for basket
and straight pull hitches. This type of sling is used more
widely than any other type of sling for general materials
handling. In sizes of 1" diameter and up, you should be
buying TRI-FLEX®SLINGS. They are economical, light
and flexible. See Table of Contents.

OSHA TABLE N-184-4

6 x 19 Type, EIP, IWRC

Eye Shre Rated Capacity in tons {2000 ibs.()*
Rope Size {in.} Recommended | . poo | Choker [ );_iﬁ?kei Hitj!: e —
{in.} W L Minimum Length Hitch Basket — = ﬁ
1id 3 5] 16 65 48 1.5 1.4 81 65
5/18 g 153 1107 1.0 74 2.0 1.7 1.4 i.0
378 it 8 17107 1.4 .1 2.9 2.5 2.0 1.4
716 4 8 o 18 1.4 3.8 3.4 27 1.9
12 4 8 28" 25 1.8 LX) 4.4 3.8 2.5
a/16 4 8 2’8" 3.2 2.4 8.4 5.5 4.5 3.2
5/8 5 10 230" 3.8 2.5 7.8 6.8 5.8 3.9
34 5] i2 38 55 4.1 149 9.7 7.9 5.6
78 7 14 44" 7.6 5.6 15.0 13.0 1.0 7
- e e e T e e e T o
1-1/8 9 18 56" 12.0 9.1 24.0 2190 17.0 12.0
’ 6 x 36 Type, EIP, [IWRC
i Eve Size Rated Capacity in tons (gzzi:s;:t;h
Rop_e Size {In.} Be?ommended Vertica] | Choker e o PG T
{in.) W L Minimum Length Hitch Hasket £ i e
1/4 3 & 18" .85 48 15 1.1 91 .B5
5/16 3 a 110”7 1.0 T4 2.0 17 1.4 1.0
3/8 3 5] 1307 1.4 1.1 2.9 25 2.0 1.4
1 o 78 4 8 24" 1.9 14 3.9 3.4 2 1.8
4 - 1k 4 8 28 25 1.8 5:4 4.4 3.6 25
1 = | 9n6 4 8 28 32 2.4 6.4 55 45 32
6 E 5/8 5 10 52" a9 2.9 7.8 6.8 5.5 235
i I 8 12 kX 5.6 41 11.0 97 7.9 5.6
I 7B 7 14 4'4" 7.6 586 15.0 13.0 11.0 7.6
_ T 1 8 18 41907 9.8 Fi 20.0 17.¢ 14.0 2.8
. 1-178 9 18 56" 120 9.1 24.0 21.0 17.0 12.0
B s 14 10 20 [y 150 110 30.0 26.0 21.0 15.0
! _ . 1-3/8 11 22 6107 18.0 13.0 35.0 31.0 25.0 18.0
EE L 12 24 74 21.0 16.0 42.0 37.0 30.0 21.0
3 & R b 14 28 86" 28.0 21.0 57.0 48.0 40.0 28.0
1 . 2 18 3z en1p” 37.0 28.0 73.0 63.0 52.0 37.0
“Raled lnads are baged on a diameser of curvature of 20 fimes the individual rope diameter of poinis of siing contact with foad.

oyei-
| from

£

Iooalil(:; OSHA, ANSI B30.9 and Manufacturer's Guidelines. Can fzil if damaged, misused or over-

Ccmacxi’ﬂf-ibect before use. Use only it trained, Do not exceed raled capacity. Protect sling from
with edges. DEATH or INJURY can oceur from improper use or maintenance.
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SLINGMAX £+

RIGGING PRODUCTS

Forged Shackles

SCREW PIN ROUND PIN

* Working Load limit permanently shown on every shacile.

* Forged—Quenched and Tempered, with alioy pins.

+ Capacities 1/3 thru 55 tons.

* Look for the red pin . . . the mark of genuine Croshy quality.

* Shackles can be furnished prooi testad with certificates to
designated standards, such as ABS, DNV, tioyds, or other
certification available when reguested at the time of order,

. * Hot Dip galvanized or Self Colored. o

G-209 S-209 = Fatigue rated. G-213 8-213
Screw pin anchor shackies meel the Round pin anchor shackles mest the
requirements of Federal Specificalion r=quirements of Federal Spacification
AR-C-2710 Type VA, Grade A, Class 2. RA-C-271D Type IVA, Grade A, Class 1.

%

. Workin Weight Each 1 7
Nasr?;;:a; e Stock No, gbs'} T R ; ,
i) (Lt'cﬁg) G-200 5-209 G213 5-213 G-209 | G-213 i
Latv. L OS06 Galv. 8C, 5-208 §-213
L 3ig tla 1018357 - g e 05 —
174 i 1018375 | 1018384 | 1018017 1018025 10 .13
She Sz 1078323 | 1018400 | 1018935 1018044 19 a8
R 1 1018419 | 1018428 | 1018053 1018062 .31 .29
s 11 1018437 | 1018446 | 1078071 1018080 .38 .38
trz z 1018455 | 1018464 | 1018099 1018108 72 71
% 58 3 1018472 | 1018482 | 101B115 1018124 137 150
s 1018491 | 1018567 | 1018733 | 1048142 235 2.3z
1018518 | 1018525 | 018151 1018160 3.62 3.49
1018634 | 1018543 | 1015170 1012188 5.08 5.00
1018652 | 10185561 | 1018197 1018204 6.97
_ 1018570 | Yoims8g | 1016ty “oigeee 9.75
1378 13 1018598 1 1018805 | 1018231 1018240 13.25
12 17 1018614 | 1018823 | 1018259 1018288 17.25
131 25 TO1BE32 | 1018641 | 1018277 1018286 25 46
| 2 a5 1018650 | 1018869 | 1018285 1018302 45.75
| zie 55 1018678 | 1078667 -~ - -
Nominal WC,;’;E’Q Dimensions ‘i‘a!erzince
Gize -08, {in) +f
f Limit* -
) | ons) | A 5 | ¢ D E F |G H L | om N | P c | a
31g ti3 38 25 B8 1g B0 56 98 147 16 142 .18 .06 08
s 7] 47 3 i13 25 78 1 81 1.28 1.84 .19 1.38| 134 25 06 .08
318 34 53 .38 1.22 .31 .84 75 147 | 208 22 186 1.58 .31 .08 08
3/ 1 66 .44 1.44 38 1.03 91 1.78 2.43 25 2.03{ 188 .38 13 08
s 1 1l 75 50 1.68 44 116 1.06 | 203 2.91 3 2.38] 213 | 44 13 | .06
L e 4 B B &3 1.88 B 1.31 118 | 231 3.28 .38 268! 2.38 .50 13 08
5 3 108 175 2.38 63 168 1.50 2.94 418 A4 334 287 B9 13 08
! 2i4 430 1.25 .85 281 75 2.00 1.81 3.50 497 .50 3.97] 344 81 25 .06
e | &z 144 1.00 3.31 58 2.28 2.08 4.03 583 .50 4501 381 .57 25 .06
1 82 1.69 1.18 375 | 100 269 | 2.38 460 6,56 56 5.07] 453 1.08 28 06
1l gz 1.81 1.25 4.25 | 118 2.81 2.68 5.16 7.47 .63 5591 513 1,25 25 08
i 1l 12 2.03 1.38 4685 | 1.29 3.25 300 575 8.25 69 8.18] 550 1.38 25 .08
18 132 | 225 1.50 §25 1 142 | 363 | a3zt 638 | 918 75 6841 612 1.50 25 13
1 17 2.38 1.83 575 | 1.54 388 | 383 6.88 0.00 81 7.35| &850 1.62 25 43
L 1% 25 2.83 200 § 7.00 | 1.84 5.00 4.1¢ 8.86 | 1234 1.00 908| 775 | 225 25 143
2 35 3.25 225 775 | 208 5.75 4.81 .97 | 13.69 12 034 875 | 240 25 | 13
22 155 413 275 | 1080 | 24 7.28 569 | 1287 | 17.8¢ 1.3 1300 - 3,13 25 1 25 |

1 Furnished in screw pin only,
" NOTE: Maximum Proof Load is 2.0 times the Working Lead Limit. Minimum Ultimate Strength is 6 times the Working Load Limit.
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