Advanced Drainage Systems, Inc.
4640 Trueman Boulevard

Hillard, OH 43026

(800) 733-7473

DS N-12 QORRUGATED HDPE PIPE SPECIFICATION/PRODUCT DESCRIPTION

SCOPE

ADS N-12™ pipe is smooth inside and available in 4” — 60” diameters, in nominal 20-ft. lengths. Pipe can be solid or
perforated/slotted. Configuration is N-12™ (corrugated outside/smooth inside) in 4” — 60” diameters.

APPLICATION

General gravity drainage, storm, sub-drainage, and/or sewer.

SPECIFICATIONS

Pipe and fittings meet the requirements of AASHTO M-252 (3” — 10”), M-294 (12" and larger), Type S (corrugated outside-smooth
inside, 4” — 60™), and MP7 (60” Type S).

JOINT OPTIONS. & PERFORMANCE

1. Non-gasketed joints are internal or external couplers covering a minimum of two corrugations at each end.

2. Gasketed non-water tight joints (Soil tight per AASHTO section 26): Gaskets may be architectural weather-stripping material
per ASTM D-1056, or rubber per ASTM F-477.

3. Gasketed, integral bell/spigot with a rubber gasket meeting ASTM F-477 installed on the spigot end.

4. Gasketed, lab test certified 10.8 psi joints: bell/spigot with a rubber gasket meeting ASTM F-477 installed on the spigot end.

5. Repair or Adapter Coupler: 5.0 psi tested HDPE wrap-around sleeve with self-contained tightening straps, furnished by the pipe
manufacturer.

INSTALLATION
Installation shall be per local agency requirements or manufacturer’s published recommendations with 2 minimum cover for H-25
loading shall be one foot through 48 and two feet for diameters greater than 60™.

JaVAYAY:

N-12 PROPERTIES

— |

PIPE INSIDE OUTSIDE PITCH, | CORRUGATION PIPE INSIDE OUTSIDE PITCH, CORRUGATION
SIZE DIA. DIA P HEIGHTS, H SIZE DIAMETER DIAMETER P HEIGHTS, H
4" 4.10" 4.78" 0.66™ 0.34 42" 41.40" 447,70 519" 3.15™
100 mm 104 mm 120 mm 17 mm 9 mm 1050 mm 1052 mm 1212 mm 132 mm 80 mm
6" 6.00™ 6.927 037" 0.46™ 48™ 47.60™ 53.60™ 525" 3.00™
150 mm 152 mm 176 mm 20 mm 12 mm 1200 mm 1209 mm 1361 mm 133 mm 76 mm
8" 7.90" o1 0,96 0.61" 60™ 59.50™ 66.30™ 6.00™ 3407
200 mm 200 mm 233 mm 24 mm 15 mm 1500 mm 1511 mm 1684 mm 152 mm 86 mm
10™ 9.90" 11.36™ 1.26" 0.73"
250 mm 251 mm 287 mm 32 mm 19 mm
2r 12.15" 14.45™ 1.92" 115"
300 mm 308 mm 367 mm 49 mm 29 mm @
15" 14.98" 17.5T 2.59" 1.30™ FERGUSON
375 mm 380 mm 448 mm 60 mm 33 mm o WOLSELEY company
f@ 18.07" 21.20" 266" 157" 429 Troy Avenue * Colchester, VT 05446
450 1 459 mm 536 mm 68 mm 40 mm Phone: 802-655-3505 = Fax: 802-655-7943
24” 24,08" 27.807 3.15" 1.86" www.ferguson.com
600 mm 612 mm 719 mm 80 mm 47 mm Nobody expects more from us than we do™
307 30.00™ 35.10™ 4,12 255"
750 mm 762 mm 892 mm 105 mm 65 mm
36™ 36.00" 41.70™ 514" 2.85"
900 mm 914 mm 1059 mm 131 mm 72 mm
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FLARED END SECTIONS

PE THREADED ROD
W/WING NUTS AND SPACERS

SEE NOTE
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TOP VIEW RIGHT SIDE VIEW FRONT VIEW
PART # | PIPE SIZE A B (MAX) H L W
1210NP 12 in 6.50 in 10.00in | 6.50in 25.00 in 29.00 in
(300 mm) | (165 mm)| (254 mm) | (165 mm)| (635 mm) | (737 mm)
1510NP 15in 6.50 in 10.00in | 6.50in 25.00 in 29.00 in

(375 mm) | (165 mm) | (254 mm) | (165 mm)| (635 mm) | (737 mm)
\,_nmﬂmuﬂ_wlv 18 in 7.50in | 15.00in | 6.50in | 32.00in | 35.00in
— (450 mm) | (191 mm)| (381 mm)| (165 mm)| (813 mm) | (889 mm)
24 in 7.50in | 18.00in | 6.50in | 36.00in | 45.00in

2410NP
(600 mm) | (191 mm) [ (457 mm) | (165 mm)| (914 mm) (1143 mm)
3015NP 30 in 7.50in [ 12.00in | 8.60in | 58.00in | 63.00in
(750 mm) [ (191 mm)| (305 mm) | (218 mm) | (1473 mm)| (1600 mm)
3615NP 36 in 7.50in | 25.00in | 8.60in | 58.00in | 63.00in

(900 mm) | (191 mm) [ (635 mm) | (218 mm) [(1473 mm)|[ (1600 mm)

NOTE: PE THREADED ROD W/WING NUTS PROVIDED FOR END
SECTIONS 12"-24". 30" & 36" END SECTIONS REQUIRE

REVISIONS

TWO (2) THREADED RODS FOR ASSEMBLE.
BY DATE

MVRNCED DRAMAGE STSTEMS, INC. AWM 01.31.05

DRAN BY APPROVED BY DRANNG §

NOTE: ALL DIMENSIONS ARE NOMINAL AWM 10.07.02 | AWM 10.07.02 6070




