
 
 
 
 
 
 
Winter Concrete Plan for Pier Shaft Pour       900.640 – Drilled Shaft in Earth 
 

 
Cold Weather Concrete is any concrete placement when ambient air temperature is 40 

degrees Fahrenheit or below, according to Spec Section 501.07(b). When placing concrete 
under Cold Weather Concrete conditions, one must take care to maintain temperatures when 
placing and curing the concrete.  
   

Kubricky Construction and Buffalo Drilling intend to place 168cy of SCC once the shaft is 
drilled and the reinforcement is installed. It is anticipated that the ambient air temperature will 
be below 32 degrees Fahrenheit when concrete is placed. KCC plans to cover the exposed, 
temporary 12’ diameter casing the day before the pour is scheduled. Heat will also be added to 
the top 15’ of the shaft through the use of a heater equivalent to a Heat Wagon VF400. That 
will ensure that the formwork is above 32 degrees before the concrete is placed.  
   

During the pour, every effort will be made to limit the exposure of concrete to the 
ambient air. The method of placement will depend on the conditions encountered and Buffalo 
Drilling’s preference. Multiple scenarios were outlined in their submittal. 

 
As the pour is concluded, the temporary cover will be re‐installed over the 12’ diameter 

casing. Soaker hoses, with curing water, and wet burlap will be placed on top of the fresh 
concrete. Temporary heaters, such as the VF400 will be used, as necessary, to maintain a 
minimum temperature of 50 degrees Fahrenheit inside the temporary enclosure. A continuous 
recording thermometer will be used to monitor the air temperature inside of the enclosure. 
The thermometer will be equivalent to a Dickson KT621 with a C657 recording disk. The 
thermometer will be placed in a location, agreed upon with the engineer, in an effort to 
accurately represent the entire curing area. The heated enclosure will be maintained for the full 
curing period of seven days. Then the temperature will be gradually brought down to the 
ambient air temperature, per the specifications.  
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


