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Size Range Working
Pressure
4"-30" Valves unseat and swing open

under unseating pressure to
release the outfall fluid and close
when pressure is relieved

Available End Connections & Size Range Figure No.
Flanged End 4"-30" F-3012

Accessories
None
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FLAP VALVES TYPICAL CROSS-SECTION
AND PARTS LIST

KENNEDY VALVE

FIG F-3012

Bronze
Hinge Pin

Babbit

Cast Iron Body

Cast Iron Flap
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Flap Seat Ring
Bronze

Body Seal Ring
Bronze
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FLAP VALVES

GENERAL DIMENSIONS

KENNEDY VALVE

—] ||
o)
A ——-—|-] H
e
\
|
Flanged
End
F-3012

DIMENSIONS - | S

VALVE SIZE - INCHES 4 b 8 | 10| 12 | 14 | 16 | 18 20 24 | 30
B FACE OF SEAT TO FACE OF FLANGE | 4 6 8 8 8 10 | 10 10 10 10 10
H  DIAMETER OF END OF FLANGE 9 | 11 [1312] 16| 19 | 21 |28 25 | 2712 32 | 38-3/4
| THICKNESS OF END FLANGE 34 | 78 | 1 1| 18 | -4 | 14| -4 | 188 | 1172 | 12
J  DIAMETER OF BOLT CIRCLE 7172 | 912 | 11-3/4 | 14-1/4| 17 | 18-8/4|21-1/4] 2234 | 25 2912 | 36
K NUMBER OF SIZE OF BOLTS 8-5/8 | 8-3/4 | 8-3/4 | 12-778| 12-7/8 | 12-1 | 16-1 | 16-1-1/8 | 20-1-1/8 | 20-1-1/4[20-1-1/4
L  DIAMETER OF FLAPPIN (BRONZE) | 58 | /8 | 58 | a4 | 34 [ 78 | 78 | 78 1 1 1-1/4
M DIAMETER OF FLAP LUG HOLE 58 | 58 | 58 | 34 | 4 | 18 | 78 | 7B 1 1 1
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SUGGESTED SPECIFICATIONS
KENNEDY VALVE FLAP VALVES

KENNEDY VALVE

Flap valves shall be of the circular port design with offset single
pivoted hinge. They shall be of the iron body bronze mounted type
and furnished with (flanged end, spigot end, hub end or as called for
in the specifications or as indicated on plans).

The assembly shall consist of three parts: flap gate, body and hinge
pin. The flap gate and body shall be case iron conforming to ASTM
specifications A0126 Class B. The seats and hinge pin shall be
furnished of bronze. The flap gate seat ring shall be rolled into a
dove-tailed groove under pressure to make one inseparable unit. The
body seat ring shall be threaded and screwed into place in the body.
Both gate and body seat ring faces shall be machined to a smooth
finish. Valves shall be manufactured by Kennedy Valve or approved
equal.
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