










































































































DETAIL

STRUCTURES
REVISIONS

CONCRETE
DETAILS AND NOTES

SD-501.00

APPROVED FOR USE BY VAOT STRUCTURES SECTIONMAY 7, 2010

FEBRUARY 9, 2012 REBAR SUBSTITUTION ALLOWANCE ADDED TO CONCRETE GENERAL NOTES.
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1.  ALL EXPOSED EDGES OF CONCRETE SHALL BE CHAMFERED 1" x 1"

    WHEN USING HIGHER STRENGTH STEEL.

    AASHTO LRFD BRIDGE DESIGN SPECIFICATION AND STRUCTURES DESIGN MANUAL 

    BAR SIZE AND SPACING MAY BE MODIFIED ACCORDING TO THE LATEST 

    60 KSI STEEL, UNLESS NOTED OTHERWISE. WITH THE ENGINEER'S PERMISSION, 

  REINFORCING STEEL SIZE AND SPACING SHOWN IN THE PLANS IS BASED ON 

(NOT TO SCALE)

WALL THICKNESS

ROUGHENED SURFACE

LIMITS OF 

JOINT IS EXPOSED

WHERE ANY PORTION OF

SCORE MARK, TO BE USED

STEEL

REINFORCING

    BE WETTED AND STANDING WATER REMOVED.

    IS PLACED, ALL CONSTRUCTION JOINTS SHALL 

2.  IMMEDIATELY BEFORE NEW CONCRETE

    LAITANCE.

    JOINTS SHALL BE CLEANED AND FREE OF

1.  THE SURFACE OF THE CONCRETE CONSTRUCTION

ROUGHENED SURFACE

‚" - •" DEPTH

A

A

A

A

A

A

TYPICAL HORIZONTAL CONSTRUCTION JOINT

‰"

9"

Ž"

OF THE ENGINEER.

OTHER CONFIGURATIONS OF WATERSTOP MAY BE USED UPON APPROVAL 

UNIT BID PRICE FOR THE ADJACENT CONCRETE.

PAYMENT FOR THE P.V.C. WATERSTOP SHALL BE INCIDENTAL TO THE 

CONSTRUCTION JOINTS

P.V.C. WATERSTOP FOR

‰"

9"

Ž"

OF THE ENGINEER.

OTHER CONFIGURATIONS OF WATERSTOP MAY BE USED UPON APPROVAL 

UNIT BID PRICE FOR THE ADJACENT CONCRETE.

PAYMENT FOR THE P.V.C. WATERSTOP SHALL BE INCIDENTAL TO THE 

EXPANSION JOINTS

P.V.C. WATERSTOP FOR

(NOT TO SCALE)

AND WINGWALL

JOINT BETWEEN FASCIA

•"
…"

ƒ" RADIUS

•"  EXPANSION MATERIAL

FASCIA

UNIT BID PRICE FOR ADJACENT CONCRETE

SHALL BE INCIDENTAL TO THE

‚"

(TYP)

1"

TRANSVERSE REINFORCING

LONGITUDINAL REINFORCING

1 …"

D
E

C
K
 

T
H
I

C
K

N
E

S
S

•
"

•
"

T
H
I

C
K

N
E

S
S

PREMOLDED EXPANSION MATERIAL

6" MIN.

SCORE MARK
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TYPICAL CONCRETE EXPANSION JOINT

(
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X
.
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SCORE MARK

THICKNESS

•" •"

TYPICAL CONCRETE CONSTRUCTION JOINT

W=WALL

(NOT TO SCALE)

ƒ"

ƒ" (TYP)•" (TYP)
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A

A

A

A

A

SCORE MARK DETAIL

CONCRETE GENERAL NOTES

CONSTRUCTION JOINT DETAILS

TRANSVERSE BRIDGE SLAB

INCLUDE WITH COST BID FOR CONCRETE.

BEFORE PLACING NEW CONCRETE.

APPLY  EPOXY BONDING COMPOUND
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1

W3
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(NOT TO SCALE)

(NOT TO SCALE)

(NOT TO SCALE)

(NOT TO SCALE)(NOT TO SCALE)



FACE OF GUARD RAIL

STEMABUT.

FASCIA1
'
-
0

BRIDGE PLAQUE

EDGE OF SHOULDER

TOP OF CURB

2
'
-
0

BRIDGE PLAQUE

1'-0

ABUT.  #1

A

A

WW #2

W
W
 
#
2

(NOT TO SCALE)

INCIDENTAL TO THE ADJACENT CONCRETE.

PAYMENT FOR INSTALLATION OF THE BRIDGE PLAQUE SHALL BE 

THE ENGINEER.

ABUTMENT #1 ON THE RIGHT SIDE AS SHOWN OR AS DIRECTED BY 

TRANSPORTATION AND SHALL BE INSTALLED BY THE CONTRACTOR AT 

THE BRIDGE PLAQUE WILL BE SUPPLIED BY THE AGENCY OF 

JOINT SEALER

POLYURETHANE 

ALL AROUND

‚"

AS SPECIFIED

SURFACE TREATMENT

(NOT TO SCALE)

(NOT TO SCALE)

(NOT TO SCALE)
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C
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CURB

CONCRETESEE DETAIL "B"

JOINT

CONSTRUCTION

1 •"
‚"

ƒ
"

B

B

ALL AROUND

ƒ"

CURB

CONCRETE

DETAIL FOR ADDITIONAL INFORMATION

1.  SEE TYPICAL HORIZONTAL CONSTRUCTION JOINT 

ROUGHENED SURFACE

‚" - •" DEPTH

A

A

A

A

A

AA

A

A

A
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~

DETAIL  "B"

CURB CONCRETE ITEM

INCIDENTAL TO THE BRIDGE

CONCRETE. PAYMENT TO BE

SECTION 524. COLOR TO MATCH

MEETING THE REQUIREMENTS OF

POLYURETHANE JOINT SEALER

A

A

DETAIL

STRUCTURES
REVISIONS

CONCRETE
DETAILS AND NOTES

FASCIA

6"

@ 45° TO FASCIA

OF ABUTMENT AND OUTLET

NOTCH 3'-0" FROM FACE

DRIP NOTCH STOP DRIP

(NOT TO SCALE)

1" CHAMFER

LEVEL SURFACE

DECK

OR

SUPERSTRUCTURE

NOTCH

ƒ" DRIP

SD-502.00

MAY 7, 2010 APPROVED FOR USE BY VAOT STRUCTURES SECTION

(NOT TO SCALE)

(NOT TO SCALE)

+-

+ -

JUNE 4, 2010 MODIFIED AND ADDED TWO DETAILS

JOINT

CONSTRUCTION

HORIZONTAL

   

90°

CLIP DETAIL

ACUTE ANGLE

CONSTRUCTION JOINT

HORIZONTAL WINGWALL

6.

5.

4.

3.

2.

1.

SIDEWALKS WHEN SHOWN IN THE PLANS.

THE JOINT SPACING AND DETAILS SHOWN SHALL APPLY TO 

NECESSARY TO MAINTAIN COVER IN THE FLARED CURB ENDS.

CONSTRUCTION JOINTS. CURB STIRRUP BARS SHALL BE TURNED AS 

LONGITUDINAL REINFORCING SHALL BE CONTINUOUS THROUGH CURB 

ADJACENT PLACEMENTS.

ALTERNATE SECTIONS WITH A MINIMUM OF 48 HOUR DELAY BETWEEN 

WHEN CURB JOINTS ARE USED THE CURBS SHALL BE PLACED IN 

7'-0" EACH SIDE OF THE CENTERLINE OF EACH PIER. 

JOINTS SHALL BE LOCATED OVER THE CENTERLINE OF PIERS AND 

WHETHER APPROVED SHRINKAGE REDUCING ADMIXTURE IS USED, CURB 

ON MULTI-SPAN CONTINUOUS SUPERSTRUCTURES, REGARDLESS OF 

RAILING POST.

CENTER AND 2'-0" MINIMUM FROM THE CENTER OF NEAREST BRIDGE 

CONSTRUCTION JOINTS SPACED AT A MAXIMUM OF 15'-0" CENTER TO 

REDUCING ADMIXTURE, THE CURBS SHALL BE CONSTRUCTED WITH 

IF THE CONTRACTOR CHOOSES NOT TO USE AN APPROVED SHRINKAGE 

INCIDENTAL TO THE BRIDGE CURB CONCRETE ITEM.

PAYMENT FOR THE SHRINKAGE REDUCING ADMIXTURE WILL BE 

SPECIAL PROVISIONS IS USED WITH THE CONCRETE MIX DESIGN. 

AN APPROVED SHRINKAGE REDUCING ADMIXTURE LISTED IN THE 

CONCRETE CURBS MAY BE PLACED IN ONE CONTINUOUS OPERATION IF 

CONCRETE CURB JOINT NOTES

DRIP NOTCH DETAIL

BRIDGE PLAQUE

SECTION B - B

CONCRETE CURB JOINT SECTION

PLAN

VIEW "A - A"

3
"
 
 

3"  ADHERE TO THESE SURFACES

6
"

M
I

N
.

TOP OF WINGWALL
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OCTOBER 10, 2012 MODIFIED HORZ. JOINT WINGWALL ADD 6" MIN. DIMENSION



(OR BRIDGE DECK)

APPROACH SLAB

DETAIL

STRUCTURES

SD-516.10

REVISIONS

MAY 7, 2010 APPROVED FOR USE BY VAOT STRUCTURES SECTION

BRIDGE JOINT 
ASPHALTIC PLUG
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ASPHALTIC PLUG JOINT

APPROACH SLAB

 

 

 

ASPHALTIC PLUG JOINT

DETAILS ON THIS SHEET ARE NOT TO SCALE.

CRUSHED STONE

SUBBASE

(OR BRIDGE DECK)

APPROACH SLAB

ASPHALTIC PLUG JOINT NOTES

ASPHALTIC PLUG JOINT DETAIL "A" - NEW

ASPHALTIC PLUG JOINT DETAIL "B" - NEW

BRIDGE DECK

BINDER

PAVEMENT BASE COURSE

PAVEMENT

CONCRETE 

BITUMINOUS

CELL FOAM

1 •" CLOSED

PAVEMENT

CONCRETE 

BITUMINOUS

BACKER ROD

HEAT RESISTANT

PAVEMENT

CONCRETE 

BITUMINOUS

BACKER ROD

HEAT RESISTANT

CELL FOAM

1 •" CLOSED

AUGUST 29, 201 1

STEEL PLATE

BINDER

ADD DETAIL "B" AND REV. NOTES

BRIDGE DECK

4" MAX

2" MIN

4" MAX

2" MIN

 

STEEL PLATE

ASPHALTIC PLUG JOINT

ASPHALTIC PLUG JOINT DETAIL - REHAB

SPECIFIED IN NOTE: 2

REPAIR MATERIAL AS 

RAPID SETTING CONCRETE 

HOLES INTO BACKER ROD AND COVER WITH HOT BINDER.

MOVING BY INSERTING LOCATING PINS THROUGH THE PRE-STAMPED

THE CENTER OF THE MOVEMENT GAP. SECURE THE PLATES FROM 

PLACE 1/4" THICK BY 8" WIDE SECTIONS OF STEEL PLATE OVER

NOTE:

   VERTICAL MOVEMENT OF THE PLATES MIGHT OCCUR.

   OR BRIDGE DECK WILL PROVIDE INADEQUATE SUPPORT AND WHERE

   OMITTED WHERE THE ENGINEER DETERMINES THAT THE APPROACH SLAB

   BACKER ROD AND COVER WITH HOT BINDER.  THE STEEL PLATES MAY BE

   INSERTING LOCATING PINS THROUGH THE PRE-STAMPED HOLES INTO

   CENTER OF THE MOVEMENT GAP. SECURE THE PLATES FROM MOVING BY

4. PLACE 1/4" THICK BY 8" WIDE SECTIONS OF STEEL PLATE OVER THE

3. REINFORCING STEEL NOT SHOWN FOR CLARITY.

   SUBSECTION 780.04.

   MATERIAL WITH COARSE AGGREGATE MEETING THE REQUIREMENTS OF 

   GRADE SHALL BE REPLACED WITH RAPID SETTING CONCRETE REPAIR

   REMOVED MATERIAL THAT IS GREATER THAN 4 INCHES FROM FINISHED

   MATERIAL MEETING THE REQUIREMENTS OF SUBSECTION 707.15. ALL

   THAN 4" FROM FINISHED GRADE WITH ASPHALTIC PLUG JOINT

2. THE CONTRACTOR SHALL REPLACE REMOVED MATERIAL THAT IS LESS

   CONCRETE REPAIR MATERIAL WITH COARSE AGGREGATE.

   INCLUDED IN THE BID PRICE OF ITEM 580.20 RAPID SETTING

   PLUG. ANY REMOVAL OF MATERIAL GREATER THAN 4 INCHES SHALL BE

   BID PRICE FOR ITEM 516.10 BRIDGE EXPANSION JOINT, ASPHALTIC

   OF THE FIRST 4 INCHES OF MATERIAL SHALL BE INCLUDED IN THE 

   AND DETERIORATED CONCRETE AS DIRECTED BY THE ENGINEER. REMOVAL

1. THE CONTRACTOR SHALL REMOVE ALL ASPHALTIC PLUG JOINT MATERIAL

NOTES:

BACKER ROD

HEAT RESISTANT

BINDER

CELL FOAM

1 •"  CLOSED

4" MAX

2" MIN



1" MIN.

C
O

N
C

R
E

T
E

D
E

C
K

(TYP)

STEEL MEMBER

3"

(SEE NOTE)

3"  (TYP)

SPECIFIED ON PROJECT PLANS

SURFACE TREATMENT AS

AS SHOWN ON THE PROJECT PLANS. 

ALONG FLANGE AND OF THE LENGTH(S)

(2) ROWS OF ‡" WELDED STUDS SPACED

NOTE:

POLYURETHANE SHALL BE INCIDENTAL TO THE ADJACENT CONCRETE.

REQUIREMENTS OF SECTION 524. THE COST OF THE JOINT SEALER, 

SHALL BE FILLED WITH JOINT SEALER, POLYURETHANE MEETING THE 

HAUNCHES.ANY VOIDS RESULTING FROM FORMING SYSTEM ELEMENTS 

SYSTEMS DESIGNED FOR THE CONSTRUCTION OF VERTICAL 

THE 3" HORIZONTAL SECTION MAY BE ELIMINATED FOR FORMING 

CL

HAUNCH AND SHEAR CONNECTOR DETAIL

SD-601.00

REVISIONS

STRUCTURAL STEEL
DETAILS & NOTES

DETAIL

STRUCTURESMAY 7, 2010 APPROVED FOR USE BY VAOT STRUCTURES SECTION

1.

2.

3.

4.

5.

6.

7.

RESIDENT ENGINEER FOR USE IN DETERMINING FINISHED GRADES.

THE TOP OF THE GIRDERS SHALL BE TAKEN AS DIRECTED BY THE 

AFTER SUPERSTRUCTURE STEEL HAS BEEN ERECTED, ELEVATIONS ALONG 

ENDS OF GIRDERS ARE TO BE VERTICAL IN THEIR FINAL POSITION.

STANDARD SPECIFICATIONS.

CHARPY V-NOTCH TESTED IN ACCORDANCE WITH SUBSECTION 714.01 OF THE

STRUCTURAL STEEL MEMBERS DESIGNATED "CVN" IN THE PLANS SHALL BE 

ENGINEER FOR APPROVAL.

DETAILED BY THE FABRICATOR AND SUBMITTED TO THE STRUCTURES

ANY CONNECTIONS THAT ARE NOT DETAILED ON THE PLANS SHALL BE 

ALL WELDING SHALL CONFORM TO THE PROVISIONS OF SUBSECTION 506.10.

SECTION 506.19.

BOLTS.  THESE BOLTS SHALL BE TIGHTENED IN ACCORDANCE WITH SUB-

WISE FILLED, SHALL BE FILLED WITH EITHER BUTTON HEAD OR HEX HEAD

ALL HOLES IN THE WEBS OF THE FASCIA GIRDERS THAT ARE NOT OTHER-

UNLESS OTHERWISE SPECIFIED.

STRENGTH BOLTS IN 15/16" DIAMETER HOLES, PER SUBSECTION 506.19,

ALL FIELD CONNECTIONS SHALL BE MADE WITH 7/8" DIAMETER HIGH-

STRUCTURAL STEEL GENERAL NOTES:

JUNE 4, 2010 MODIFIED NOTES
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DETAILS ON THIS SHEET ARE "NOT TO SCALE" UNLESS NOTED OTHERWISE.

 

GIRDER

DETAIL OF PILE SPLICE

45°

…"

H- PILES    P SIZE

HP  12

HP  14

L

BUTT SPLICE

6 •" x 6 •"

7 •" x 7 •"

TYP

SIDE OF WEB

SPLICE PLATE EACH

THICKNESS AS PILE WEB PLUS ˆ"

SPLICE PLATES TO BE THE SAME

DEPTH

H - PILE

APPROVAL OF THE ENGINEER.

MAY BE USED WITH THE 

PREFABRICATED PILE SPLICE

A

A

PLAN DRIP PLATE

DRIP PLATE ‚"

NOTE:

3'-0"

2"

1"

1"

WEB

2"

SECTION A - A

FLANGE

BOTTOM

WITH SEAL WELD

TIGHT FIT TO FLANGE

DRIP PLATE ‚"

ABUTMENT

FACE OF

FLANGE

BOTTOM

ABUTMENTS OR AS INDICATED ON PROJECT PLANS.

FASCIA GIRDERS ON THE HIGH SIDE OF ALL PIERS AND

DRIP PLATES SHALL BE PLACED ON OUTSIDE EDGE OF

6
0
°

(TYP)

FLANGE ONLY

PENETRATION

FULL



Š"

WELDED PLATE

GIRDER

LC

DETAILS FOR STEEL MEMBERS

WELD TERMINATION AND COPING

CL

ROLLED BEAM USED AS DIAPHRAGM

CL

WELDED PLATE

GIRDER

PLATE GIRDERS

AND/OR STIFFENERS FOR WELDED

INTERMEDIATE CONNECTION PLATES

TYP

Š"

WELDED PLATE

GIRDER

CL

TYP

(TYP)

TERMINATION DETAIL

COPE, SEE WELD

DETAIL

STRUCTURES

SD-602.00

REVISIONS

Š"

(TYP)

TERMINATION DETAIL

COPE, SEE WELD

Š"
TYP

BEAR (TYP)

GRIND TO

FOR WELDED PLATE GIRDERS

AND/OR CONNECTION PLATES

ABUTMENT BEARING STIFFENERS

FOR WELDED PLATE GIRDERS

AND/OR CONNECTION PLATES

PIER BEARING STIFFENERS

Š" BEAR (TYP)

GRIND TO

AND/OR STIFFENER

CONNECTION PLATE

(TYP)

TERMINATION DETAIL

COPE, SEE WELD

(TYP)

TIGHT FIT

AND/OR STIFFENER

CONNECTION PLATE

AND/OR STIFFENER

CONNECTION PLATE

MAY 7, 2010 APPROVED FOR USE BY VAOT STRUCTURES SECTION

STRUCTURAL STEEL PLATE
GIRDER DETAILS AND NOTES
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Š"

LEVEL

3
"
 

S
P

A
C
I

N
G

5"

3"2"

1•" 1•" TIGHT FIT (TYP)

3
"

E
N

D

A
T
 

L
O

W

3
"

BOLTED CONNECTION

BAR •''x5''
DETAIL (TYP)

TERMINATION

SEE WELD

4
30''

C15x33.9

36''
5MC18x42.7

9
42''

48''
10

24''

31''

37''

43''

W33x118

6

7

R
O

L
L

E
D
 

B
E

A
M

(SEE TABLE)

MEMBER

DIAPHRAGM

FOR 24'' TO 48'' BRIDGE BEAMS

INTERMEDIATE DIAPHRAGMS

BRIDGE BEAM

36''

31''

37''

42''
W21x44

MEMBER

DIAPHRAGM 

W36x135

W27x84

DEPTH
W

E
B

P
L

A
T

E
 

G
IR

D
E

R
 

*

BOLTS

 (N) 

*IF CLEARANCE CANNOT BE MET,  DIAPHRAGM MAY BE SLOPED.

(
S

E
E
 

T
A

B
L

E
)

O
F
 

B
O

L
T

S

(
N
)
 

N
U

M
B

E
R

DETAILS ON THIS SHEET ARE "NOT TO SCALE" UNLESS NOTED OTHERWISE.

MAY 2, 201 1 ADD INTERMEDIATE DIAPHRAGMS DETAIL & ADD NOT TO SCALE NOTE

*

CONNECTION PLATE

OR STIFFENER

3
"

*

**
1" COPE

C
O

P
E

1" MIN.

(MIN)

MEMBER

MAINTAIN 1"  MINIMUM FROM EDGE OF FLANGE)

NO WELD FOR …"   MIN.     ‡"  MAX.   (EXCEPT MUST

Š"

OF MEMBERS AND CONNECTION DETAILS

SEE CONTRACT DRAWINGS FOR SIZES

ROLLED BEAM

DIAPHRAGM

STIFFENER

WELDED PLATE

GIRDER

FRAMES AND LATERAL BRACING

WELD LOCATION DETAIL AT CROSS 

NOT OCCUR AT AN ABUTMENT OR PIER.

INTERMEDIATE DETAIL IS ONLY USED WHEN PLATE DOES

2"  RADIUS MINIMUM

AND BOTTOM FLANGES

REMOVE PART OF TOP

WELD,  INDICATE REQUIRED

CONNECTION PLATE  

CROSS FRAME

OR LATERAL BRACING

MINIMUM LENGTH AND SIZE

*

NO WELD FOR ‚" MIN. ,   •" MAX.

*
*

*

*

(TYP)

TIGHT FIT

(TYP)

TIGHT FIT





















REQUIRED:
OTHER STDS.

STANDARD

V
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ONT AGENCY
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F

FEDERAL HIGHWAY ADMINISTRATION

DIRECTOR OF PROGRAM DEVELOPMENT

APPROVED

ORIGINAL APPROVAL DATE-

REVISIONS AND CORRECTIONS

HIGHWAY SAFETY & DESIGN ENGINEER

T-1

NONE

GENERAL NOTES
TRAFFIC CONTROL

DISCRETION OF THE ENGINEER.
TRAFFIC CONTROL WORK ZONE MAY BE MODIFIED DUE TO FIELD CONDITIONS, AT THE 
OPERATING PROCEDURE.  IT IS NOTED THAT COMPONENT PARTS OF A TEMPORARY 
THESE STANDARD DRAWINGS ARE INTENDED TO SERVE AS VTRANS STANDARD 

VARY.
ROADWAY AND SHOULDER WIDTHS DEPICTED ON THE STANDARD DRAWINGS MAY 

STUBS SHALL NOT BE GREATER THAN FOUR INCHES ABOVE EXISTING GROUND.
TOP OF THE SIGN INSTALLED ON SAID POSTS.  WHEN ANCHORS ARE INSTALLED, 
DESCRIBED IN THE MASH PUBLICATION.  NO SIGN POSTS SHALL EXTEND OVER THE 
HARDWARE" (MASH).  THE APPROPRIATE RESOURCE SHALL BE DETERMINED AS 
PROGRAM" (NCHRP) REPORT 350 OR THE AASHTO "MANUAL FOR ASSESSING SAFETY 
INSTALLATIONS SHALL MEET "NATIONAL COOPERATIVE HIGHWAY RESEARCH 
OR OTHER APPROVED TRAFFIC BARRIERS, ALL SIGN STANDS AND POST 
WHERE CONSTRUCTION SIGN INSTALLATIONS ARE NOT PROTECTED BY GUARDRAIL 

MATERIALS" (ASTM) D 4956] TYPE VI I I  OR IX REQUIREMENTS UNLESS OTHERWISE NOTED.
TRANSPORTATION OFFICIALS" (AASHTO) M 268 ["AMERICAN SOCIETY FOR TESTING AND 
TO OR EXCEEDING THE "AMERICAN ASSOCIATION OF STATE HIGHWAY AND 
SOLID SUBSTRATE CONSTRUCTION SIGNS SHALL HAVE RETROREFLECTIVE SHEETING EQUAL 

MATERIALS" (ASTM) D 4956] TYPE VI  AND TYPE VI I  UNLESS OTHERWISE NOTED.
TRANSPORTATION OFFICIALS" (AASHTO) M 268 ["AMERICAN SOCIETY FOR TESTING AND 
OR EXCEEDING THE "AMERICAN ASSOCIATION OF STATE HIGHWAY AND 
ROLL UP CONSTRUCTION SIGNS SHALL HAVE RETROREFLECTIVE SHEETING EQUAL TO 

OF THE ENGINEER.
SIGNS SHALL BE REMOVED UPON COMPLETION OF THE WORK AT THE DISCRETION 

GUARDRAIL.
GUARDRAIL, THE BOTTOM OF THE SIGN FACE SHALL BE ABOVE THE TOP OF THE
WITH VISIBILITY OF THE SIGNS SHALL BE REMOVED.  WHEN PLACED BEHIND 
OF ONE FOOT ABOVE THE TRAVELED WAY.  ALL VEGETATION THAT INTERFERES 
PORTABLE SIGNS SHALL BE PLACED ON THE EDGE OF ROADWAY AND A MINIMUM 

OF PAVEMENT, WHICHEVER IS HIGHER.
OF THE SIGN SHALL BE AT LEAST SEVEN FEET ABOVE THE SIDEWALK OR EDGE 
BE SUBJECT TO APPROVAL OF THE ENGINEER.  IN URBAN AREAS, THE BOTTOM 
TWO FEET OUTSIDE CURBING OR SIDEWALK.  THE INSTALLATION OF SIGNS SHALL 
SIX FEET OUTSIDE THE SHOULDER POINT, FOUR FEET OUTSIDE GUARDRAIL, OR 
EDGE OF PAVEMENT AND THE NEAREST EDGE OF A SIGN SHALL BE AT LEAST 
GROUND.  THE BOTTOM OF A SIGN SHALL BE AT LEAST FIVE FEET ABOVE THE 
CONSTRUCTION SIGNS INSTALLED ON POSTS SHALL BE SET SECURELY IN THE 

PERMITTED.  CONSTRUCTION SIGNS SHALL BE PLACED ON TWO POSTS.
CONCRETE FOUNDATIONS, COLLARS OR SOIL BEARING PLATES ARE NOT 
NO CROSS-BRACING OR BACK-BRACING TO KEEP POSTS PLUMB WILL BE ALLOWED.  

REPAIRED, CLEANED OR REPLACED AS ORDERED BY THE ENGINEER.
PRESENT A NEAT APPEARANCE.  DAMAGED, DEFACED OR DIRTY SIGNS SHALL BE 
TO THE ENGINEER.  THEY SHALL BE KEPT PLUMB AND LEVEL, AND ALWAYS 
SIGNS SHALL BE MAINTAINED IN A CLEAN AND LEGIBLE CONDITION SATISFACTORY 

SUCH A WAY AS NOT TO DAMAGE THE SIGN FACE MATERIAL.
WEATHER DURING THE PROJECT.  MOUNTING OF THE PANEL SHALL BE DONE IN 
MATERIAL WILL BE APPROVED THAT WILL DETERIORATE BY EXPOSURE TO THE 
PLYWOOD, HARDBOARD OR ANY MATERIAL SATISFACTORY TO THE ENGINEER.  NO 
THE SAME SIZE AS THE SIGN IT COVERS.  THE PANEL SHALL BE OF WOOD, 
CONSTRUCTION SIGN COVERS SHALL CONSIST OF A PANEL, PAINTED FLAT BLACK, 

AND WORKMANLIKE MANNER.
OR UPON COMPLETION OF THE WORK.  EACH SIGN SHALL BE ERECTED IN A NEAT 
AND SHALL BE COVERED UNTIL WORK COMMENCES, DURING PERIODS OF INACTIVITY 
CONSTRUCTION SIGNS SHALL BE ERECTED BEFORE THE START OF ANY WORK 

THE FEDERAL HIGHWAY ADMINISTRATION (FHWA). 
AND THE ’’STANDARD HIGHWAY SIGNS AND MARKINGS’’ BOOK (SHSM) PUBLISHED BY 
BE IN ACCORDANCE WITH THE "MANUAL ON TRAFFIC CONTROL DEVICES" (MUTCD) 
TRANSPORTATION (VAOT) ’’STANDARD DRAWINGS’’ OR THE PROJECT PLANS SHALL 
TRAFFIC CONTROL DEVICES NOT DETAILED IN THE VERMONT AGENCY OF 

13.

12.

11.

10.

9.

8.

7.

6.

5.

4.

3.

2.

1.

AUG. 6, 2012



REQUIRED:
OTHER STDS.

STANDARD
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T-10SIGNING
CONSTRUCTION APPROACH 

CONVENTIONAL ROADS

SIDE ROAD APPROACH SIGNING

CONSTRUCTION
INCLUDE APPROACH
PROJECT LIMITS

FEDERAL HIGHWAY ADMINISTRATION

DIRECTOR OF PROGRAM DEVELOPMENT

APPROVED

ORIGINAL APPROVAL DATE-

REVISIONS AND CORRECTIONS

NEXT XX MILES

W20-1

G

H

A B

A B G

HC

CH

H

G

AA

B
B

G

A

F

E

D

C

B

A

W20-1

G20-1

G20-2

VC-869

VC-869

VC-869

VC-869

CONSTRUCTION
INCLUDE APPROACH

PROJECT LIMITS
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HIGHWAY SAFETY & DESIGN ENGINEER
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500’ 500’

G A

ENGINEER SHALL DETERMINE THE EXACT LOCATIONS.
UNDER CONSTRUCTION AND ON ALL INTERSECTING PUBLIC HIGHWAYS.  THE
SHOWN ON THE PLANS.  THEY SHALL APPEAR AT EACH END OF THE HIGHWAY
SIGNS SHALL BE LOCATED AS DETAILED ON THIS SHEET OR AS OTHERWISE

SHALL BE STATED TO THE NEAREST WHOLE MILE.
TWO MILES IN LENGTH OR AS DIRECTED BY THE ENGINEER.  DISTANCES
ADVANCE OF TEMPORARY TRAFFIC CONTROL ZONES THAT ARE MORE THAN
THE ’’ROAD WORK NEXT XX MILES’’ SIGN (G20-1) SHALL BE INSTALLED IN

REFER TO APPROPRIATE STANDARD SHEETS.
THE SIGNS AND DEVICES REQUIRED.  FOR ON-PROJECT CONSTRUCTION SIGNS,
AND/OR THE SPECIFICATIONS FOR THAT PROJECT WILL GIVE THE DETAILS OF
OTHER TYPES OF ADVANCE SIGNING OR CONTROL ARE NECESSARY, THE PLANS
WHICH TRAFFIC WILL BE MAINTAINED.  WHEN ADDITIONAL APPROACH SIGNS OR
ADVANCE WARNING AND INFORMATION ON CONSTRUCTION PROJECTS OVER
SIGNS SHOWN ON THIS SHEET ARE INTENDED FOR USE IN PROVIDING

3.

2.

1.

T-1, T-28

BH

BACK TO BACK

AUG. 6, 2012

FIELD CONDITIONS MAY DICTATE THE ACTUAL PLACEMENT.

DICTATE THE ACTUAL PLACEMENT.
FROM THE INTERSECTION.    FIELD CONDITIONS MAY 
TO BE USED WHEN CONSTRUCTION IS UP TO 1000 FEET
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ALL DIMENSIONS SHOWN IN INCHES.

ON THE SIGN UNLESS OTHERWISE INDICATED.
SIGNS SHALL HAVE THE LEGEND CENTERED HORIZONTALLY AND VERTICALLY

FROM THE EDGE OF THE SIGN.
SIGNS SHALL HAVE 1 ‡ INCH WIDE BORDERS THAT ARE INDENTED … INCH

RADIUS.
SIGNS ARE USED, SIGNS SHALL HAVE CORNERS ROUNDED TO A THREE INCH 
CONSTRUCTION SIGNS SHALL BE 48 INCH BY 48 INCH.  IF SOLID SUBSTRATE

ORANGE BACKGROUND.
COLORS FOR SIGNS SHALL BE BLACK LEGEND AND BORDER ON FLUORESCENT

REQUIRED:
OTHER STDS.



STANDARD

V
E

R

M
ONT AGENCY

O

T
R

A
NSPORTAT

O

N

F

REVISIONS AND CORRECTIONS

ORIGINAL APPROVAL DATE-

FEDERAL HIGHWAY ADMINISTRATION

DIRECTOR OF PROGRAM DEVELOPMENT

APPROVED

GENERAL NOTES:

5
C

19

3
 
‡
 

(T
Y

P
.)

T-29

VC-885

VC-886L VC-886R

VC-887

69
D
 
(T

Y
P
.)

6

†

5 ‡ 4 …

–

2
 
ƒ

7

4
D
 
(T

Y
P
.)

2

2

2.

1.

NOTES:

7
C

7
C

7
B

7
C

3

11
 –

2
 
…

2
 
…

8
B

8
B

o

30
o

30

VC-883

HIGHWAY SAFETY & DESIGN ENGINEER

5.

4.

3.

2.

1.

T-1

*

* OPTIONS{WHITE

AUG. 6, 2012

SIGNS SHALL HAVE ƒ INCH WIDE BORDERS THAT ARE INDENTED – INCH FROM THE EDGE OF THE SIGN.

SIGNS SHALL BE 24 INCH BY 24 INCH.  IF SOLID SUBSTRATE SIGNS ARE USED, SIGNS SHALL HAVE CORNERS ROUNDED TO A 1 † INCH RADIUS.

ALL DIMENSIONS SHOWN IN INCHES.

ON THE SIGN UNLESS OTHERWISE INDICATED.
SIGNS SHALL HAVE THE LEGEND CENTERED HORIZONTALLY AND VERTICALLY

FROM THE EDGE OF THE SIGN UNLESS OTHERWISE NOTED.
SIGNS SHALL HAVE 1 ‡ INCH WIDE BORDERS THAT ARE INDENTED … INCH

ROUNDED TO A THREE INCH RADIUS UNLESS OTHERWISE NOTED.
NOTED.  IF SOLID SUBSTRATE SIGNS ARE USED, SIGNS SHALL HAVE CORNERS 
CONSTRUCTION SIGNS SHALL BE 48 INCH BY 48 INCH UNLESS OTHERWISE 

ORANGE BACKGROUND.
COLORS FOR SIGNS SHALL BE BLACK LEGEND AND BORDER ON FLUORESCENT
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STOP-SLOW PADDLE & STAFF DETAIL

HIGHWAY SAFETY & DESIGN ENGINEER

ALL DIMENSIONS IN INCHES.

ORANGE BACKGROUND UNLESS OTHERWISE NOTED.
COLORS FOR SIGNS SHALL BE BLACK LEGEND AND BORDER ON FLUORESCENT

OTHERWISE NOTED.
ALL LEGEND SHALL BE CENTERED VERTICALLY AND HORIZONTALLY UNLESS

3.

2.

1.

T-1

THE ENGINEER.
DIRTY SIGNS SHALL BE REPAIRED, CLEANED OR REPLACED AS ORDERED BY
LEVEL, AND ALWAYS PRESENT A NEAT APPEARANCE.  DAMAGED, DEFACED OR
APPROACHING TRAFFIC AT ALL TIMES.  THEY SHALL BE KEPT PLUMB AND
SATISFACTORY TO THE ENGINEER.  THEY SHALL BE COMPLETELY VISIBLE TO
SIGNS SHALL BE MAINTAINED IN A CLEAN AND LEGIBLE CONDITION

DIAMETER.
THE STAFF MAY BE RIGID ABS PLASTIC OR WOOD WITH A ONE TO 1 † INCH

STYRENE (ABS) PLASTIC OR EQUIVALENT.
SIGN SUBSTRATE MATERIALS SHALL BE ALUMINUM, ACRYLONITRILE BUTADIENE

OR EXCEEDING AASHTO M 268 [ASTM D 4956] TYPE I I I.
OCTAGON.  BOTH COLORS SHALL HAVE RETROREFLECTIVE SHEETING EQUAL TO
RETROREFLECTIVE LEGEND AND BORDER ON A RED RETROREFLECTIVE
COLORS FOR THE STOP SIDE OF THE PADDLE SHALL BE WHITE 

VIII  OR IX REQUIREMENTS.
SHEETING EQUAL TO OR EXCEEDING AASHTO M 268 [ASTM D 4956] TYPE VII,
AND BORDER ON A FLUORESCENT ORANGE DIAMOND WITH RETROREFLECTIVE
COLORS FOR THE SLOW SIDE OF THE PADDLE SHALL BE BLACK LEGEND

PADDLE DESIGN.
’’TEMPORARY TRAFFIC CONTROL - WARNING SIGNS’’ FOR THE STOP-SLOW
REFER TO THE ’’STANDARD HIGHWAY SIGNS AND MARKINGS’’ BOOK (SHSM)

NOT BE INSTALLED BY ITSELF.
SIGN SHALL ONLY BE INSTALLED AS A SUPPLEMENTAL TO A PARENT WARNING SIGN AND SHALL

’’CONSTRUCTION’’ SHALL HAVE A SPECIFIED WIDTH OF 24 † INCHES.

’’UNDER’’ SHALL HAVE A SPECIFIED WIDTH OF 1 1  INCHES.

’’SIGNAL’’ SHALL HAVE A SPECIFIED WIDTH OF 12 … INCHES.

THE BORDER SHALL BE ƒ INCH WIDE WITH A – INCH INDENT FROM THE EDGE OF THE SIGN.

CORNERS SHALL BE ROUNDED TO A 1 † INCH RADIUS.

AUG. 6, 2012

WARNING SIGN AND SHALL NOT BE INSTALLED BY ITSELF.
SIGN SHALL ONLY BE INSTALLED AS A SUPPLEMENTAL TO A PARENT 

’’CAUTION’’ SHALL HAVE A SPECIFIED WIDTH OF 32 … INCHES.

’’USE’’ SHALL HAVE A SPECIFIED WIDTH OF 14 † INCHES.

’’MOTORCYCLES’’ SHALL HAVE A SPECIFIED WIDTH OF 34 INCHES.

THE EDGE OF THE SIGN.
THE BORDER SHALL BE … INCH WIDE WITH A † INCH INDENT FROM 

CORNERS SHALL BE ROUNDED TO A THREE INCH RADIUS.

SIGN SHALL BE COVERED OR REMOVED WHEN NOT IN USE.

OR TAIL LIGHTS AS REQUIRED BY LAW.
THE SIGN SHALL BE MOUNTED AS NOT TO INTERFERE WITH THE VISIBILITY OF DIRECTIONAL SIGNALS

SIGN SHALL BE MOUNTED IN A CONSPICUOUS LOCATION ON THE REAR OF THE CONSTRUCTION VEHICLE.

’’DO NOT FOLLOW’’ SHALL HAVE A SPECIFIED WIDTH OF 57 † INCHES.

’’CONSTRUCTION VEHICLE’’ SHALL HAVE A SPECIFIED WIDTH OF 68 INCHES.

THE BORDER SHALL BE ƒ INCH WIDE WITH A – INCH INDENT FROM THE EDGE OF THE SIGN.

CORNERS SHALL BE ROUNDED TO A 1 † INCH RADIUS.

REQUIRED:
OTHER STDS.

DETAILS
CONSTRUCTION SIGN
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HIGHWAY SAFETY & DESIGN ENGINEER

A

T-1
LEGEND SHALL BE CENTERED HORIZONTALLY AND VERTICALLY.

MATERIALS’’ (ASTM) D 4956] TYPE I I I.
AND TRANSPORTATION OFFICIALS’’ (AASHTO) M 268 [’’AMERICAN SOCIETY FOR TESTING AND
RETROREFLECTIVE SHEETING EQUAL TO OR EXCEEDING ’’AMERICAN ASSOCIATION OF STATE HIGHWAY
THE SIGN SHALL HAVE BLACK LEGEND AND BORDER ON A WHITE BACKGROUND WITH

STANDARD AND 42 INCHES FOR EXPRESSWAY/FREEWAY.
’’SPEEDING IN’’ AND ’’WORK ZONE’’ SHALL EACH HAVE A SPECIFIED WIDTH OF 26 INCHES FOR

’’EXIT’’ SHALL BE CENTERED HORIZONTALLY.

EXIT NUMBER SHALL BE AS PER PLANS, OPTICALLY SPACED.

THE SIGN SHALL HAVE A 1 ‡ INCH WIDE BORDER ALONG THE EDGE OF THE SIGN.

CORNERS SHALL BE ROUNDED TO A SIX INCH RADIUS.

TESTING AND MATERIALS’’ (ASTM) D 4956] TYPE I I I.
OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS’’ (AASHTO) M 268 [’’AMERICAN SOCIETY FOR
BOTH SHALL HAVE RETROREFLECTIVE SHEETING EQUAL TO OR EXCEEDING ’’AMERICAN ASSOCIATION
THE SIGN SHALL BE WHITE RETROREFLECTIVE LEGEND ON A GREEN RETROREFLECTIVE BACKGROUND,

AUG. 6, 2012
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OTHER STDS.

DETAILS
CONSTRUCTION SIGN
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POST SPACING FOR DIAMOND SHAPED SIGNS SHALL BE AS FOLLOWS: 30" SIGN - 15"~20" SPACING, 36" SIGN - 18"~24" SPACING, 48" SIGN - 24"~32" SPACING.*

*

H

PAVED/CONCRETE SURFACE

ALL DIMENSIONS SHOWN IN INCHES.

GROUND SHALL NOT EXCEED FOUR INCHES.

GROUND, INSIDE THE ANCHOR.  THE LENGTH OF ANCHOR EXPOSED ABOVE 

SIGN POSTS SHALL BE INSTALLED A MINIMUM OF ONE FOOT BELOW 

THE POST SHALL NOT EXTEND ABOVE THE TOP OF SIGN.

THE TOPS OF SIGN POSTS SHALL BE AT OR NEAR THE TOP OF SIGN.  

DIRECTED BY THE ENGINEER.

AS DIRECTED BY THE ENGINEER.  BACKFILL SHALL BE COMPACTED AS 

METHOD SHALL BE UTILIZED IN AREAS WITH POOR SOIL CONDITIONS OR 

IF DRIVEN, A DRIVING CAP SHALL BE USED.  THE DUG HOLE INSTALLATION 

ANCHORS MAY BE DRIVEN OR SET INTO A DUG HOLE AND BACKFILLED.  

GALVANIZING.

SHALL INTERFERE WITH THE TELESCOPING PROPERTIES, NOR DAMAGE THE 

A SIZE AND SHAPE IN SUCH A MANNER THAT NEITHER FLASH NOR WELD 

ALL SQUARE TUBE STEEL POSTS AND ANCHORS SHALL BE FORMED INTO 

5.

4.

3.

2.

1.

INSTALLATION DETAIL

CORNER BOLT

CORNER BOLT

POST

DIRECTION OF TRAFFIC

ANCHOR

(WHERE APPLICABLE)

SLEEVE
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REVISIONS AND CORRECTIONS

- ORIGINAL APPROVAL DATE

APPROVED

HIGHWAY SAFETY & DESIGN ENGINEER

DIRECTOR OF PROGRAM DEVELOPMENT

FEDERAL HIGHWAY ADMINISTRATION

JAN. 2, 2013

NOTES:

STANDARD SPECIFICATIONS FOR CONSTRUCTION" FOR MATERIAL REQUIREMENTS.

REFER TO CURRENT EDITION OF THE "VERMONT AGENCY OF TRANSPORTATION 

‰ INCH HOLES ARE DRILLED TO FACILITATE CONNECTIONS.

THREE INCH SLEEVES THAT DO NOT HAVE HOLES WILL REQUIRE THAT 

THE SLEEVE SHALL BE 18 INCHES MINIMUM IN LENGTH.

OR PAVEMENT.

A SLEEVE SHALL BE INSTALLED FOR SIGN INSTALLATIONS IN CONCRETE 

SOCIETY FOR TESTING AND MATERIALS" (ASTM) A307. 

EXCEEDING THE REQUIREMENTS OF THE "AMERICAN 

HARDWARE SHALL BE ZINC PLATED, MEETING OR 

WIDTH. THE CORNER BOLT AND CORRESPONDING 

EXPOSURE MUST EXCEED THE CORRESPONDING NUT 

OF THE SLEEVE, ANCHOR OR POST. THREAD 

DETERMINED BASED ON THE OUTERMOST DIMENSION 

18 THREADS PER INCH AND DIMENSIONS SHALL BE

CORNER BOLTS SHALL BE − INCH DIAMETER WITH 

RECURRENCE INTERVAL), WIND PRESSURE OF 19 PSF, STEEL MINIMUM YIELD OF 55,000 PSI, AND AN ALLOWABLE STRESS OF 1.4 (0.60 FY).

THE DESIGN CRITERIA UTILIZED IN SIGN POST AND ANCHOR SELECTION IS AS FOLLOWS: WIND SPEED OF 70 MPH (10 YEAR MEAN 

BE USED TO CALCULATE THE POST SELECTION VALUE.

OR EQUAL TO THE CORRESPONDING SELECTION VALUE.  NOTE THAT FOR SIGNS WITH MULTIPLE POSTS, THE LARGEST HEIGHT DIMENSION SHALL 

SIGN’S HEIGHT IN FEET MEASURED FROM THE GROUND TO THE CENTROID OF THE SIGN ASSEMBLY (h).  THIS RESULT MUST BE LESS THAN 

TO USE THE SELECTION VALUE (SV) COLUMNS IN THE TABLE ABOVE, MULTIPLY A SIGN’S SURFACE AREA IN SQUARE FEET (H x L) BY THE 

(MASH).  THE APPROPRIATE RESOURCE SHALL BE DETERMINED AS DESCRIBED IN THE MASH PUBLICATION.

"NATIONAL COOPERATIVE HIGHWAY RESEARCH PROGRAM" (NCHRP) REPORT 350 OR THE AASHTO "MANUAL FOR ASSESSING SAFETY HARDWARE" 

TRANSPORTATION OFFICIALS" (AASHTO) ROADSIDE DESIGN GUIDE.  ADDITIONAL POSTS MAY BE INSTALLED USING SLIP BASES THAT MEET 

OR IS LOCATED WITHIN A GUARDRAIL’S DEFLECTION DISTANCE DETERMINED PER THE CURRENT "AMERICAN ASSOCIATION OF STATE HIGHWAY AND 

THE NUMBER OF SIGN POSTS PERMITTED WITHIN AN EIGHT FOOT PATH ASSUMES THAT THE SIGN ASSEMBLY IS NOT PROTECTED BY GUARDRAIL 

ALL SIGN POSTS SHALL HAVE ‰ INCH HOLES EVERY ONE INCH ON CENTER (ALL FOUR SIDES).
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