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DATE: March 18, 2015 PCL JOB NO: 5515002 
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Re: Hartford Lateral Slide 
 Project No.: IM 091-2(79)  
 Contract ID.: 12A132    County:  Windsor          PCL FILE NO: 5515002-28 
 
 

WE ARE SENDING X Attached   Under separate cover via Email & SP the following: 

 Shop drawings  Prints  Plans  Samples X Specifications 

 Copy of Letter  Change Order  X Other  
 

COPIES SPEC. REVISION DESCRIPTION 

1 707.03  Type IV Mortar 

    

    

    

    

    

 
TRANSMITTED for as checked below: 
 

X For approval  Approved as submitted  Resubmit 1 Copies for approval 

 For your use  Approved as noted  Submit   Copies for distribution 

 As requested  Returned for corrections  Return  Corrected prints 

 For review and comment       
 
 
 
 
 

 

 

 

 

 

  By: Erich Heymann, Project Engineer 

COPY TO: Project Files  

 

To: State of Vermont Agency of Transportation 
One National Life Drive 
 
(802) 828-0053 

Remarks:     
 
The included mix design for type IV mortar is to be used above the beam haunch (in between the concrete deck 
panels). 
 
Please return an email of this approved submittal to Erich Heymann (ewheymann@pcl.com) and Jeremy 
Mackling (jmackling@pcl.com).  
 
We request the review and return of this submittal within 7 days. Please advise if this request cannot be met so 
we can plan accordingly. 
 



3810 Northdale Blvd., Suite 200; Tampa, FL  (813) 264-9500  (813) 264-6689 (fax) 
    

 
 
 

SUBMITTAL NO. :  28 
Type IV Mortar 

 
Item No.   Specification    Description 
 
1    707.03     Type IV Mortar  
           
 
 
  
 

PROJECT: 
HARTFORD LATERAL SLIDE 

PROJECT NO.: IM 091-2(79) 
CONTRACT ID.: 12A132 

 
 
 
 
 
 

OWNER: 
STATE OF VERMONT AGENCY OF TRANSPORTATION 

 
 
 
 
 

ENGINEER OF RECORD: 
STATE OF VERMONT AGENCY OF TRANSPORTATION 

 
 
 
 

CONTRACTOR: 
PCL CIVIL CONSTRUCTORS, INC. 

 
 
 
 
 
 
 

MARCH 18, 2015 
 



Grout/Mortar Mix ID

CARROLL CONCRETE - W LEBANON, NH - RT 12A
Scott Jordan

PSI
Conventional
SSD

Cement: Specific Gravity 3.110 705 lb/cy 3.63 cf
701.02 Source: LAFARGE CANADA - ST CONSTANT, QUEBEC

Cement Type III: Specific Gravity lb/cy 0.00 cf
701.04 Source:

Blended Cement: Specific Gravity lb/cy 0.00 cf
701.06 Source:

Cement with Slag: Specific Gravity lb/cy 0.00 cf
701.07 Source:

Pozzolan: Specific Gravity lb/cy 0.00 cf
725.03(a) Source:

Fly Ash: Specific Gravity lb/cy 0.00 cf
725.03(a) Source:

Silica Fume: Specific Gravity lb/cy 0.00 cf
725.03(b) Source:

Slag: Specific Gravity 2.930 235 lb/cy 1.29 cf
725.03(c) Source: LAFARGE - NEWCEM SLAG - BALT, MD

Water 45 gals 375.53 lb/cy 6.02 cf
Air Content Target 3.0 % 0.81 cf

Absorption Specific Gravity lb/cy 0.00 cf
704.02A Source:

Absorption Specific Gravity lb/cy 0.00 cf
704.02B Source:

Absorption Specific Gravity lb/cy 0.00 cf
704.02C Source:

Fine Aggregate: Absorption 1.40 Specific Gravity 2.700 2569 lb/cy 15.25 cf
704.01 Source: LEBANON CRUSHED STONE - W LEBANON, N 2.78

Air Entrainment Admixture Specific Gravity oz/cy
725.02(b) Source:

Retarder Admixture: Specific Gravity 0.5 oz/cwt
725.02(c) Source: MASTER BUILDERS INC - MESQUITE, TX

MasterSet R100
Specific Gravity 4 oz/cwt

725.02(h) Source: MASTER BUILDERS INC - MESQUITE, TX
MasterGlenium 7500

Other Admixtures:
Specific Gravity 2.900 0.4 lb/cy 0.00 cf

725.02(l) Source: SIKA CORPORATION - LYNDHURST, NJ
Intraplast-N

Specific Gravity oz/cwt 0.00 cf
Source:

Specific Gravity 0.00 cf
Source:

TOTAL 56.530 3884.9 lb 27.00 cf

0.0
6.0 min 11.0 max
2.0 min 6.0 max

143.89
Notes:

Air Content Min/Max (%)

Agg weight - SSD or Dry:
Mix Design Style:

2011Spec Book Year

Design Unit Wt. (lb/cf)

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Brand Name:

Specific performance admixture

High Range Water Reducer Admixture:

Brand Name:

Fineness Modulus

Coarse Aggregate 1 1/2"

Coarse Aggregate 3/8"

Coarse Aggregate 3/4"

Designed By
Design strength

2011 specification, 2015 Construction season, 3-9-15

Brand Name:

Brand Name:

Maximum Water/Cementitious Ratio
Maximum Water (gal/cy)

Slump Min/Max (inch)

Mix designs are valid for a 12 month period from date of approval or unless there is 
a change in material, material property or design parameter.

Concrete class:
Mix Design #

GM00-0
Additional Description

Approved by

STATE OF VERMONT

Brand Name:

Ready Mix Supplier:

STRUCTURAL CONCRETE MIX DESIGN SUBMISSION

MATERIAL AND RESEARCH SECTION - STRUCTURAL CONCRETE UNIT
AGENCY OF TRANSPORTATION

Agency Use Only

Approved Date



Standard Statistics Units=US     Compression      4" x 8"
     From 10/20/2004 To 12/20/2013  As of 3/13/2015

Page 1

Date Plant
Mix

Code
Test

#
Meas
Slump

Meas
Air

Meas
UnWt

7
Day

28
Day
Avg

56
Day

Strength

Run
StDev Lab

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

10/20/2004 12A, W Lebanon, NH 10 bag grout E496G-041020B 7.50 4470 6680 New England Testing Co

10/22/2004 12A, W Lebanon, NH 10 bag grout RM22 7.00 3.9 139.0 4400 6080 CCC

10/22/2004 12A, W Lebanon, NH 10 bag grout E496G-041022B 8.00 4920 6850 405 New England Testing Co

10/29/2004 12A, W Lebanon, NH 10 bag grout E496G-041029B 6.50 New England Testing Co

11/01/2004 12A, W Lebanon, NH 10 bag grout E496G-041101B 8.50 New England Testing Co

12/29/2004 12A, W Lebanon, NH 10 bag grout E496G-041229B 6.75 4940 8520 1247 New England Testing Co

10/13/2005 12A, W Lebanon, NH 10 bag grout E495G-051013 7.50 6580 8080 866 New England Testing Co

04/06/2010 12A, W Lebanon, NH 10 bag grout EHTFG01-04 5.50 5.0 3960 4930 1958 Bohn & Associates

06/09/2010 12A, W Lebanon, NH 10 bag grout QWW1 7.00 3.2 139.0 4720 6060 1596 CCC

03/08/2011 12A, W Lebanon, NH 10 bag grout 115459 9.00 4220 4790 696 Advance Testing

08/02/2011 12A, W Lebanon, NH 10 bag grout 12140-12143 5480 5810 673 Advance Testing

09/17/2013 12A, W Lebanon, NH 10 bag grout eh37 6060 7610 1428 M&W Soils Engineering

09/27/2013 12A, W Lebanon, NH 10 bag grout eh-51 7.25 7100 8290 1281 M&W Soils Engineering

10/18/2013 12A, W Lebanon, NH 10 bag grout eh79 5920 8840 616 M&W Soils Engineering

11/06/2013 12A, W Lebanon, NH 10 bag grout EH 139 - 142 5970 7040 922 M&W Soils Engineering

11/07/2013 12A, W Lebanon, NH 10 bag grout EH 150 - 153 6440 6340 1290 M&W Soils Engineering

11/08/2013 12A, W Lebanon, NH 10 bag grout EH 154 - 157 8.00 4.3 5630 7840 751 M&W Soils Engineering

11/12/2013 12A, W Lebanon, NH 10 bag grout EH 158 - 161 6820 8110 954 M&W Soils Engineering

11/20/2013 12A, W Lebanon, NH 10 bag grout eh-189 9.25 1.9 3680 6850 663 M&W Soils Engineering

12/20/2013 12A, W Lebanon, NH 10 bag grout eh-255 7.50 3.6 1610 6450 866 M&W Soils Engineering

 Count: 14 6 2 18 18

 Rng-Min: 5.50 1.9 139.0 1610 4790

 Rng-Max: 9.25 5.0 139.0 7100 8840

 Average: 7.52 3.7 139.0 5162 6954

 Stdev: 1.00 1.06 0.01 1350.61 1188.18

 CV%: 13.27 28.93 0.01 26.16 17.09


