
DIMENSION


FOR APPROVAL

℄℄

ALL REINF. EPOXY

VERIFY QUANTITY 
5 AT EACH END PILASTER + 3 AT EACH INTERMEDIATE 
PILASTER + 26 IN BETWEEN PILASTERS = 2(5X2 + 3X2 + 
26X3) = (94)2 = 188 BARS TO MATCH RAIL BARS ON SHEET 
C?

PLEASE VERIFY 
83'1/2" + 4.5" - 7' - 2X3"CLR = 77 BARS?

VERIFY QUANTITY 
5 AT END PILASTER + 3 AT EACH INTERMEDIATE PILASTER + 26 IN 
BETWEEN PILASTERS + 25 TO CORNER = 2(5 + 3X2 + 26X2 + 25) = 
(88)2 = 176 BARS TO MATCH RAIL BARS ON SHEET C?

PLEASE ADD VARIABLE DEPTH 
SIDEWALK BARS IN RAMP

3

3

18

WHY 6?  YOU 
SHOW 4 IN 
SECTION 2, 
WHICH IS 
CORRECT.

4

4

308
WILL REQUIRE FIELD BEND AT 
SIDEWALK RAMP.

ABUTMENT 1 CURTAIN WALL IS 0.2' TALLER THAN ABUTMENT 2 FOR BOTH EXISTING 
AND PROPOSED.  THESE BAR LENGTHS SHOULD BE GREATER THAN ABUTMENT 2.

7"

7"

12" - 3"CLR - 2"CLR = 7"

364?
77?
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DIMENSION


FOR APPROVAL

℄℄

ALL REINF. EPOXY

VERIFY QUANTITY 
5 AT END PILASTER + 9 FROM CORNER TO END 
PILASTER = 2(5 + 9) = (14)2 = 28 BARS TOTAL TO 
MATCH RAIL BARS ON SHEET C?

7"

12" - 3"CLR - 2"CLR = 7"

28

PLEASE PROVIDE 
VERTICAL DIMENSION 
OF THE CURTAIN WALL 
AT THE OVERHANG SO 
I CAN VERIFY 
VERTICAL BARS AS 
THIS IS NOT PROVIDED 
ON THE REFERENCE 
PLANS AND WAS 
ASSUMED IN THE 
CONTRACT PLANS.
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DIMENSION


FOR APPROVAL

ALL REINF. EPOXY

℄℄

THERE IS NO JOINT BETWEEN RAIL 
AND CURB - IT IS ONE PIECE.

TRIM VERTICAL BARS TO TOP OF 
CURB TO MATCH TYPICAL SECTION.

IF THE INTENT IS TO STOP VERTICAL 
U-BARS AT TOP OF CURB, L BARS MUST 
BE EXTENDED TO TOP OF RAIL TO MEET 
SPLICE REQUIREMENTS.  BAR LENGTHS 
APPEAR ACCURATE SO TYPICAL JUST 
NEEDS TO BE ADJUSTED.
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MISSING ADDITIONAL BARS AT TERMINAL 
CONNECTOR.

NEED ADDITIONAL BARS FOR TESTING PER VTRANS 
REQUIREMENTS.
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