
08-APR-2014

DESIGNED BY:

PROJECT LEADER: DRAWN BY:

PLOT DATE:

CHECKED BY:

PROJECT NAME:

PROJECT NUMBER:

FILE NAME:

SHEET       OF

BRF 010-1 (43)

6 50

MARLBORO

s10b414typ.dgn

K. HIGGINS

R. KLINEFELTER

K. FRIEDLAND

TYPICAL SECTIONS 1

GRADE

FINISH

0.055

1:2

1:2

BORROW

24" SAND

0.063

(TYP)

CONCRETE PAVEMENT

* 8" BITUMINOUS

(SEE NEXT SHEET)

DETAIL, (TYP)

SAFETY EDGE

ROADWAY TYPICAL SECTION

SCALE: �" = 1’-0"

3’-7"

4’-0" CLEAR ZONE

VARIES, TO EDGE OF PAVEMENT (TYP)

20’-0" TO FACE OF RAIL (TYP)

12’-0" TRAVEL LANE (TYP) 8’-0" SHOULDER (TYP)

(SEE STD G-1)

GALVANIZED, (TYP)

HD STEEL BEAM GUARDRAIL,

(TYP)

SHOULDER IN PLACE

8" AGGREGATE

SAND BORROW

SUBBASE

- AGGREGATE SURFACE COURSE

- PAVEMENT (TOTAL THICKNESS)

SURFACE

+/- 1"

+/- 1"

+/- �"

+/- �"

 

MATERIAL TOLERANCES
(IF USED ON PROJECT)

  2 LIFTS OF 2�" SUPERPAVE BITUMINOUS CONCRETE PAVEMENT, TYPE IIS

* 2 LIFTS OF 1�" SUPERPAVE BITUMINOUS CONCRETE PAVEMENT, TYPE IVS OVER

GRADED CRUSHED STONE

24" SUBBASE OF DENSE

21’-6" TO FASCIA (TYP)

19’-6" TO FACE OF CURB (TYP)

20’-0" TO FACE OF RAIL (TYP)

12’-0" TRAVEL LANE (TYP) 8’-0" SHOULDER (TYP)

43’-0" FASCIA TO FASCIA

CONCRETE PAVEMENT

** 3" BITUMINOUS

0.055

VT 9

LC

SPRAY APPLIED

MEMBRANE WATERPROOFING,

7"

2’-0" CURB

PERFORMANCE CLASS A

CONCRETE, HIGH

(SEE STD. S-360A)

2 RAIL BOX BEAM (TYP)

BRIDGE RAILING, GALVANIZED

PERFORMANCE CLASS A

CONCRETE, HIGH 

8�" DECK 

** 2 LIFTS OF 1�" SUPERPAVE BITUMINOUS CONCRETE PAVEMENT, TYPE IVS

CHORD

MAJOR

GRADE

FINISH

5�" MAX THROW

SD-502.00)

(SEE STRUCTURES DETAIL
(TYP)

W27x84

3’-8�" MAX

3’-0�" MIN

6" TO DRIP NOTCH (TYP)

9�"(TYP)

3’-0�" MIN

3’-8�" MAX

36" WEB PLATE GIRDER (TYP)

18’-0"

3’-6"

SCALE: �" = 1’-0"

BRIDGE TYPICAL SECTION

18’-3"

(TYP)

7’-3"

VARIES

3’-9"

VARIES      

1

1

  REPLACES SHEET 6 IN CONTRACT PLANS.

- REVISED 4/8/2014.
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