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5656 (supersedes 5648)-0314-S2

ATC‐3275Link‐Belt Cranes

Technical Data
Specifications & Capacities

Telescopic Boom All Terrain Crane
275 US ton

250 metric ton

CAUTION: This material is supplied for

reference use only. Operator must refer to

in-cab Crane Rating Manual and Operator's

Manual to determine allowable crane lifting

capacities and assembly and operating

procedures.
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16 5656 (supersedes 5648)-0314-S2

ATC‐3275 Link‐Belt Cranes

General Dimensions

Not To Scale

English Metric

Wall to wall over carrier 41”.6” 12.6m

Wall to wall over boom 42' 2” 12.8m

Wall to wall over boom attachment 44' 6” 13.5m

Curb to curb 36' 3” 11.04m

Centerline of tire 35' 6” 10.8m

Tail Swing English Metric

With auxiliary winch 16' 11” 5.1m

Without auxiliary winch 14' 8” 4.7m

English Metric

42' 0” 12.8m

42' 6” 12.9m

44' 11” 13.7m

37' 1” 11.3m

36' 2” 11.0m

Turning Radius
16.00R2520.5R25

Overall Width English Metric

With 14,000 lb (6 350kg) counterweight 9' 10” 3.0m

With 156,500 lb (70 987kg) counterweight 15' 2” 4.6m

2120

(0.68m)
2' 2.7”

(0.36m)
1' 2.”

5°

LC

With Counterweight 17' 1” 5.21m

With 36,000-115,000 lb (16 329-52 390kg) counterweight 10' 3” 3.1m

26' 6”
(8.08m)

Fully Extended

18' 6.5”
(5.65m)

Intermediate Extended

8' 9.5”
(2.68m)

Fully Retracted

67' 5.68”
(20.56m)

39' 6.12” (12.04m)
Front Dolly Connection

33' 5.75” (10.20m)
Rear Dolly Connection

1' 9.6”
(0.55m)

13' 3.69”
(4.06m)

7' 0.43”
(2.15m)

1' 0.39”
(0.31m)

1' 10.5”
(0.57m)

44' 6.73”
(13.58m)

9' 1.73”
(2.91m)

5' 4”
(1.62m)

12' 9.01”
(3.89m)

5' 4”
(1.62m)

5' 4”
(1.62m)

6' 8”
(2.03m)

11' 6”
(3.51m)

12'
(3.66m)

1' 3.67”
(0.40m)1' 4.3”

(0.41m)

6' 7.77”
(2.03m)

6' 2.05”
(1.88m)

12' 11.32”
(3.94m)

50' 7.82” (15.44m)
Overall Length With Front Winch

52' 9.2” (16.08m)
Overall Length With Rear Winch

53' 1.06” (16.18m)
Overall Length With Counterweight

15' 5.81”
(4.72m)

10' 8.44”
(3.26m)

8' 6.63” (2.61m)Of Rotation
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ATC‐3275Link‐Belt Cranes

Main Boom Lift Capacity Charts - Standard
0 lb Counterweight  Fully Extended Outriggers  360° Rotation

(All Capacities Are Listed In Pounds)

Radius   (ft)

Boom Length (ft)
Radius   (ft)

43.7 57.458.9 71.174.5 85.390.7 99.6105.4 114.2119.7 128.9135.9 145147.1 159.3161.3

10 324,000 303,000 268,900 225,200 10

12 290,800 293,400 268,900 225,200 12

15 237,700 242,400 241,600 211,500 170,500 15

20 147,000 154,400 156,500 156,100 153,900 142,800 102,900 20

25 99,700 108,800 112,900 114,300 113,900 110,000 102,900 84,500 66,000 25

30 62,900 72,100 77,200 77,400 80,200 79,400 77,500 74,600 66,000 30

35 42,600 51,600 56,100 58,200 58,700 59,900 59,200 57,500 55,000 35

40 38,500 42,900 44,800 46,200 46,500 46,600 44,300 42,000 40

45 29,500 33,900 35,600 36,900 37,100 37,300 35,000 36,200 45

50 18,900 27,200 29,000 30,300 30,500 30,700 28,600 29,600 50

55 22,000 24,000 25,100 25,300 25,500 23,500 24,500 55

60 18,000 19,900 21,100 21,300 21,400 19,500 20,500 60

65 7,400 16,700 17,800 18,000 18,100 16,400 17,200 65

70 13,900 15,300 15,500 15,600 13,800 14,800 70

75 11,700 12,900 13,200 13,400 11,500 12,500 75

80 3,100 11,000 11,300 11,500 9,700 10,600 80

85 9,300 9,600 9,800 8,000 9,000 85

90 7,900 8,100 8,400 6,600 7,500 90

95 6,800 7,100 5,400 6,300 95

100 5,700 5,900 4,300 5,200 100

105 4,800 4,900 3,300 4,200 105

110 4,000 2,400 3,300 110

115 3,200 2,500 115

120 2,500 120

Note: Capacities depict multiple boom modes.

This information is not for crane operation.  Operator must refer to the in-cab information for crane operation.  Rated
lifting capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.
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ATC‐3275 Link‐Belt Cranes

36,000 lb Counterweight  Fully Extended Outriggers  360° Rotation
(All Capacities Are Listed In Pounds)

Radius
 (ft)

Boom Length (ft)
Radius

 (ft)43.7 57.458.9 71.174.5 85.390.7 99.6105.4 114.2119.7 128.9135.9 145147.1 159.3163.3 176.8177.5 190.5193.1 206.8209.3 223

10 331,300 303,000 268,900 225,200 10

12 297,500 299,900 268,900 225,200 12

15 257,100 260,200 252,900 211,500 170,500 15

20 193,000 200,100 199,100 196,900 170,500 142,800 102,900 20

25 135,900 142,900 145,300 145,100 143,300 140,300 119,000 84,500 70,200 25

30 102,600 110,400 114,000 115,000 114,400 110,000 106,000 84,500 70,200 55,200 35,500 30

35 78,500 86,900 90,100 91,100 90,800 89,200 86,800 84,500 70,200 55,200 45,600 34,300 35

40 68,300 71,600 72,600 72,300 72,200 72,600 70,300 68,700 55,200 45,600 36,700 30,100 40

45 54,700 58,100 59,100 61,200 60,600 59,200 57,800 58,000 55,200 45,600 36,700 30,100 45

50 40,700 49,000 50,800 51,200 50,700 50,700 50,200 48,200 47,200 45,600 36,700 30,100 50

55 41,200 43,100 43,500 43,500 43,800 42,500 40,500 40,400 38,900 36,700 30,100 55

60 35,100 37,000 37,400 38,300 37,700 36,400 36,400 34,400 35,400 34,300 30,100 60

65 22,900 32,100 33,400 33,500 33,700 31,700 32,700 29,900 30,800 29,500 28,300 65

70 28,000 29,300 29,500 29,600 27,700 28,700 25,900 26,800 25,500 24,300 70

75 24,600 25,900 26,100 26,200 24,400 25,300 22,500 23,500 22,100 21,000 75

80 15,200 22,900 23,200 23,300 21,500 22,400 19,700 20,600 19,300 18,200 80

85 20,400 20,700 20,800 19,000 19,900 17,200 18,200 17,200 16,100 85

90 18,300 18,500 18,700 17,100 17,800 15,400 16,300 15,000 14,000 90

95 7,400 16,700 16,900 15,200 16,100 13,500 14,400 13,200 12,100 95

100 15,000 15,200 13,500 14,400 11,900 12,800 11,500 10,500 100

105 13,500 13,700 12,100 12,900 10,400 11,300 10,100 9,000 105

110 5,000 12,300 10,700 11,600 9,100 10,000 8,700 7,700 110

115 11,100 9,500 10,400 7,900 8,800 7,600 6,500 115

120 10,000 8,400 9,300 6,800 7,700 6,500 5,500 120

125 7,400 8,300 5,800 6,700 5,500 4,500 125

130 6,500 7,400 4,900 5,800 4,600 3,600 130

135 5,700 6,500 4,100 5,000 3,800 2,800 135

140 5,700 3,300 4,200 3,100 140

145 5,000 2,600 3,500 2,400 145

150 4,400 2,900 150

155 2,200 155

Note: Capacities depict multiple boom modes.

This information is not for crane operation.  Operator must refer to the in-cab information for crane operation.  Rated
lifting capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.
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ATC‐3275Link‐Belt Cranes

Main Boom Lift Capacity Charts - Optional
80,000 lb Counterweight  Fully Extended Outriggers  360° Rotation

(All Capacities Are Listed In Pounds)

Radius
 (ft)

Boom Length (ft)
Radius

 (ft)
43.7 57.458.9 71.174.5 85.390.7 99.6105.4 114.2119.7 128.9135.9 145147.1 159.3163.3 176.8177.5 190.5193.1 206.8209.3 223

10 337,700 303,000 268,900 225,200 10

12 305,400 302,400 268,900 225,200 12

15 264,300 267,100 252,900 211,500 170,500 15

20 214,100 217,600 215,200 211,500 170,500 142,800 102,900 20

25 172,100 177,100 176,900 176,000 168,800 142,800 119,000 84,500 70,200 25

30 135,300 142,300 142,100 140,800 143,000 140,100 113,200 84,500 70,200 55,200 35,500 30

35 107,500 114,100 116,700 117,100 115,600 113,200 102,900 84,500 70,200 55,200 45,600 34,300 35

40 95,300 96,800 97,300 96,200 98,200 95,900 79,300 70,200 55,200 45,600 36,700 30,100 40

45 80,500 83,900 85,100 85,000 83,700 81,500 74,300 70,200 55,200 45,600 36,700 30,100 45

50 65,200 72,300 73,500 73,300 72,000 70,000 69,900 66,000 55,200 45,600 36,700 30,100 50

55 62,400 63,600 63,300 62,100 62,500 61,600 60,000 54,800 45,600 36,700 30,100 55

60 54,300 55,400 55,200 54,700 55,500 53,500 52,000 52,000 44,800 36,700 30,100 60

65 41,400 48,800 48,800 50,400 49,100 47,200 47,700 46,600 42,200 36,700 30,100 65

70 43,400 44,200 44,900 43,700 42,700 42,700 41,200 39,500 36,700 30,100 70

75 38,800 40,600 40,300 39,100 39,800 38,100 36,600 36,700 35,500 30,100 75

80 29,800 36,600 36,300 35,200 35,900 34,400 33,600 33,100 34,000 30,100 80

85 33,300 33,000 33,100 32,700 31,000 30,900 30,500 30,500 29,400 85

90 30,400 30,000 30,800 29,700 28,000 27,900 28,800 27,500 26,400 90

95 19,400 27,300 28,200 27,000 25,300 25,300 26,200 24,900 23,800 95

100 25,400 25,800 24,700 23,000 22,900 23,800 22,600 21,500 100

105 24,200 23,600 22,600 20,900 20,900 21,700 20,500 19,400 105

110 15,100 21,800 20,700 19,700 19,000 19,900 18,600 17,500 110

115 20,100 19,000 18,700 17,300 18,200 16,900 16,200 115

120 18,600 17,400 17,800 16,000 16,900 15,700 14,700 120

125 9,400 16,200 16,900 14,600 15,500 14,300 13,300 125

130 14,900 15,800 13,400 14,200 13,000 12,000 130

135 13,700 14,600 12,200 13,100 11,900 10,900 135

140 13,500 11,100 12,000 10,800 9,800 140

145 12,500 10,100 11,000 9,800 8,800 145

150 11,600 9,100 10,000 8,900 7,900 150

155 8,300 9,200 8,000 7,000 155

160 7,500 8,400 7,200 6,300 160

165 6,800 7,600 6,500 5,500 165

170 6,900 5,800 4,800 170

175 6,300 5,100 4,200 175

180 5,700 4,500 3,500 180

185 3,900 3,000 185

190 3,400 2,400 190

Note: Capacities depict multiple boom modes.

This information is not for crane operation.  Operator must refer to the in-cab information for crane operation.  Rated
lifting capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.
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ATC‐3275 Link‐Belt Cranes

102,000 lb Counterweight  Fully Extended Outriggers  360° Rotation
(All Capacities Are Listed In Pounds)

Radius
 (ft)

Boom Length (ft)
Radius

 (ft)
43.7 57.458.9 71.174.5 85.390.7 99.6105.4 114.2119.7 128.9135.9 145147.1 159.3163.3 176.8177.5 190.5193.1 206.8209.3 223

10 340,300 303,000 268,900 225,200 10

12 307,900 302,400 268,900 225,200 12

15 267,900 269,800 252,900 211,500 170,500 15

20 217,100 220,600 218,100 211,500 170,500 142,800 102,900 20

25 181,200 185,000 184,300 183,900 168,800 142,800 119,000 84,500 70,200 25

30 148,300 153,500 153,400 152,700 150,800 142,800 113,200 84,500 70,200 55,200 35,500 30

35 121,500 128,200 128,300 127,400 129,600 126,900 102,900 84,500 70,200 55,200 45,600 34,300 35

40 105,900 108,400 108,800 107,700 105,400 102,900 79,300 70,200 55,200 45,600 36,700 30,100 40

45 90,700 92,100 92,600 91,600 93,700 91,400 74,300 70,200 55,200 45,600 36,700 30,100 45

50 74,200 79,600 80,000 81,200 81,200 79,100 69,900 66,000 55,200 45,600 36,700 30,100 50

55 71,200 72,400 72,200 71,100 69,100 66,000 61,200 54,800 45,600 36,700 30,100 55

60 63,000 64,100 64,100 63,000 61,100 62,300 56,800 52,000 44,800 36,700 30,100 60

65 49,400 57,200 57,100 56,000 55,800 55,600 53,000 49,400 42,200 36,700 30,100 65

70 51,200 51,100 50,100 51,500 49,600 48,100 46,800 39,500 36,700 30,100 70

75 46,000 45,900 46,300 46,300 44,500 43,100 43,800 37,400 36,700 30,100 75

80 36,500 41,400 43,000 41,800 40,000 40,900 39,400 35,500 34,900 30,100 80

85 37,800 39,100 38,000 36,300 37,000 35,600 33,700 32,800 30,100 85

90 36,200 35,700 34,600 34,600 33,900 32,500 32,100 30,900 30,100 90

95 25,000 32,800 31,800 32,600 31,000 29,600 29,700 29,300 29,200 95

100 30,200 29,100 30,000 28,400 27,200 27,100 27,900 26,900 100

105 27,900 27,300 27,600 26,000 25,900 24,800 25,600 24,500 105

110 20,000 26,100 25,500 23,900 23,900 23,700 23,500 22,500 110

115 24,600 23,600 22,000 22,000 22,600 21,600 20,600 115

120 23,000 21,800 20,300 20,300 21,100 19,900 18,900 120

125 13,700 20,300 18,700 18,700 19,600 18,400 17,300 125

130 18,900 17,300 17,300 18,100 17,000 16,200 130

135 17,600 16,100 16,100 17,000 15,900 14,900 135

140 14,900 14,900 15,800 14,600 13,700 140

145 13,900 13,700 14,600 13,500 12,500 145

150 13,300 12,700 13,600 12,500 11,500 150

155 11,700 12,600 11,500 10,500 155

160 10,800 11,700 10,600 9,600 160

165 10,000 10,800 9,700 8,700 165

170 10,000 8,900 7,900 170

175 9,300 8,200 7,100 175

180 8,600 7,400 6,300 180

185 6,700 5,600 185

190 6,000 4,900 190

195 3,400 4,300 195

200 2,800 3,700 200

205 3,200 205

Note: Capacities depict multiple boom modes.

This information is not for crane operation.  Operator must refer to the in-cab information for crane operation.  Rated
lifting capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.
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ATC‐3275Link‐Belt Cranes

156,500 lb Counterweight  Fully Extended Outriggers  360° Rotation
(All Capacities Are Listed In Pounds)

Radius
 (ft)

Boom Length (ft)
Radius

 (ft)
43.7 57.458.9 71.174.5 85.390.7 99.6105.4 114.2119.7 128.9135.9 145147.1 159.3163.3 176.8177.5 190.5193.1 206.8209.3 223

8 550,000* 8

10 350,000 303,000 268,900 225,200 10

12 313,900 302,400 268,900 225,200 12

15 274,100 275,700 252,900 211,500 170,500 15

20 224,600 226,900 225,300 211,500 170,500 142,800 102,900 20

25 187,500 191,300 189,000 190,100 168,800 142,800 119,000 84,500 70,200 25

30 159,900 163,900 162,700 163,000 159,400 142,800 113,200 84,500 70,200 55,200 35,500 30

35 138,500 142,700 142,600 142,000 140,500 141,800 102,900 84,500 70,200 55,200 45,600 34,300 35

40 125,900 125,900 125,300 124,000 125,200 102,900 79,300 70,200 55,200 45,600 36,700 30,100 40

45 110,100 110,100 109,600 111,500 109,700 102,900 74,300 70,200 55,200 45,600 36,700 30,100 45

50 94,800 97,300 96,800 98,700 97,000 96,100 69,900 66,000 55,200 45,600 36,700 30,100 50

55 88,600 86,200 88,100 86,500 88,100 66,000 61,200 54,800 45,600 36,700 30,100 55

60 79,800 80,100 79,300 78,000 79,400 62,300 56,800 52,000 44,800 36,700 30,100 60

65 66,300 71,700 70,800 72,900 71,000 59,100 53,000 49,400 42,200 36,700 30,100 65

70 64,500 63,700 65,800 63,900 56,300 49,500 46,800 39,500 36,700 30,100 70

75 58,400 57,700 59,600 57,800 53,700 46,400 43,900 37,400 36,700 30,100 75

80 50,200 54,500 54,300 52,400 51,400 43,500 41,300 35,500 34,900 30,100 80

85 50,900 49,800 48,000 49,200 41,000 39,000 33,700 32,800 30,100 85

90 46,900 45,700 44,000 45,500 38,700 36,800 32,100 30,900 30,100 90

95 36,400 42,100 42,200 41,900 36,500 34,800 30,600 29,300 29,200 95

100 38,900 40,500 38,600 34,600 32,900 29,200 27,900 27,600 100

105 36,100 37,600 35,700 32,900 31,200 27,800 26,700 26,100 105

110 29,800 34,900 33,300 31,600 29,700 26,600 25,500 24,700 110

115 32,700 30,900 30,400 28,200 25,500 24,300 23,400 115

120 29,400 28,700 29,300 26,800 24,400 23,300 22,200 120

125 22,000 26,700 27,600 25,500 23,200 22,300 21,000 125

130 24,900 25,800 24,300 22,000 21,400 20,000 130

135 23,300 24,100 22,700 21,000 20,400 19,000 135

140 22,600 21,200 19,900 19,600 18,000 140

145 21,200 19,700 19,000 18,800 17,100 145

150 19,800 18,400 18,100 18,100 16,300 150

155 17,300 17,200 17,400 15,500 155

160 16,100 16,200 16,600 14,800 160

165 15,000 15,100 15,900 14,000 165

170 14,100 15,000 13,400 170

175 13,200 14,000 12,700 175

180 12,700 13,100 12,100 180

185 12,300 11,200 185

190 11,500 10,400 190

195 8,700 9,600 195

200 7,800 8,900 200

205 8,200 205

Note: Capacities depict multiple boom modes.

* Over rear intermediate outriggers additional equipment required.

This information is not for crane operation.  Operator must refer to the in-cab information for crane operation.  Rated
lifting capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.













15552 (supersedes 5532)---0609---P6

ATC-3200Link-Belt Cranes

Technical Data
Specifications & Capacities

Telescopic Boom All Terrain Crane
200 ton (160 metric ton)

CAUTION: This material is supplied for
reference use only. Operator must refer to
in---cab Crane RatingManual andOperator’s
Manual to determine allowable crane lifting
capacities and assembly and operating
procedures.
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ATC-3200 Link-Belt Cranes

General Dimensions

8’ 4” (2.5m) 16.00R25
8’ 7.5” (2.6m) 20.5R25

2’ 4”
(0.70m)

5’ 5”
(1.65m)

Not To Scale

English Metric
Wall to wall over carrier 35’ 9” 10.9m
Wall to wall over boom 38’ 1” 11.6m
Wall to wall over boom attachment 40’ 4” 12.3m
Curb to curb 31’ 11” 9.72m
Centerline of tire 31’ 2” 9.5m

Tail Swing English Metric
With auxiliary winch 16’ 8” 5.1m
Without auxiliary winch 14’ 5” 4.4m

50’ (15.25m)

43’ 4” (13.20m)

8’ 6” (2.60m)

43’ 10” (13.36m)

5’ 7”
(1.70m)

8’ 0”
(2.44m)

8’ 4”
(2.54m)

5’ 6.5”
(1.69m)

27’ 10” (8.49m)

18’ 4” (5.60m)
Intermediate Extended
27’ 3” (8.30m)
Fully Extended

9’ 10” (3.00m)

15.6˚21.8˚

10’ 1”
(3.07m)

1’ 1”
(0.33m)

8’ 4”
(2.53m)

17’ 8” (5.39m) 11’ 9” (3.59m)

Ground level with
crane on outriggers

English Metric
36’ 0” 11.0m
38’ 4” 11.7m
40’ 7” 12.4m
32’ 2” 9.80m
31’ 5” 9.6m

Turning Radius
16.00R2520.5R25

2’ 0”
(0.62m)

1’ 7”
(0.48m)

9.5”
(0.24m)

9.5”
(0.24m)

Overall Width English Metric
With up to 81,570 lb (37 000kg) counterweight 9’ 10” 3.0m
With 112,435 lb (51 000kg) counterweight 15’ 1” 4.6m

8’ 10”
(2.70m)

13’ 1”
(3.99m)

OF ROTATIONLC

7’ 8”
(2.34m)

2’ 11.5”
(0.90m)
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ATC-3200Link-Belt Cranes

Working Range Diagram

Operation radius from centerline of rotation in feet (meters)

43.30’ (13.20m)
Boom

71.85’ (21.90m)
Boom

100.40’ (30.60m)
Boom

157.48’ (48.00m)
Boom

196.85’ (60.0.0m)
Boom

216.20’ (65.90m)
Boom

245.10’ (74.71m)
Boom

300.85’ (91.70m)
Boom

320.54’ (97.70m)
Boom

H
ei
gh
tI
n
fe
et
(m
et
er
s)
ab
ov
e
gr
ou
nd

84_ Max.
Boom Angle

3
(1)
9
(3)

15
(5)
21
(6)

27
(8)
33
(10)

39
(12)
45
(14)

51
(16)
57
(17)

63
(19)
69
(21)

75
(23)
81
(25)

87
(27)
93
(28)

99
(30)
105
(32)

111
(34)
117
(36)

123
(37)
129
(39)

135
(41)
141
(43)

147
(45)
153
(47)

159
(48)
165
(50)

171
(52)
177
(54)

183
(56)
189
(58)

195
(59)

B
oo
m
Le
ng
th

B
oo
m
+
Fl
y
Le
ng
th

128.94’ (39.30m)
Boom

261.48’ (79.70m)
Boom

0 (0)
3 (1)

9 (3)
15 (5)

21 (6)

27 (8)
33 (10)
39 (12)

45 (14)
51 (16)

57 (17)
63 (19)

69 (21)
75 (23)

81 (25)
87 (27)

93 (28)
99 (30)

105 (32)
111 (34)

117 (36)
123 (37)

129 (39)
135 (41)

141 (43)
147 (45)

153 (47)
159 (48)

165 (50)
171 (52)

177 (54)
183 (56)

189 (58)
195 (59)

201 (61)
207 (63)

213 (65)
219 (67)

225 (69)
231 (70)

237 (72)
243 (74)

249 (76)
255 (78)

261 (80)
267 (81)

273 (83)
279 (85)

285 (87)
291 (89)

297 (91)
303 (92)

309 (94)
315 (96)

321 (98)
327 (100)

330 (101)
336 (102)0˚

10˚

20˚

30˚

40˚

50˚

60˚
70˚

20˚

40˚

C RotationL

207
(63)

219
(67)

231
(70)

243
(74)

255
(78)

267
(81)

279
(85)

291
(89)

303
(92)

315
(96)

201
(61)

213
(65)

225
(69)

237
(72)

249
(76)

261
(80)

273
(83)

285
(87)

297
(91)

309
(94)



195552 (supersedes 5532)---0609---P6

ATC-3200Link-Belt Cranes

Main Boom Lift Capacity Charts
112,435 lb Counterweight -- Fully Extended Outriggers -- 360˚ Rotation

(All Capacities Are Listed In Thousand Pounds)

Radius
(ft)

Boom Length (ft) Radius
(ft)43.3 (1) 43.3 57.7 71.9 86.3 100.4 114.8 128.9 143.3 157.5 171.9 186.0 196.9

9 400.0* 9

10 350.5* 307.5* 264.5* 255.0* 196.5 10

12 322.5* 279.0* 264.5* 255.0* 196.5 162.5 12

14 294.5* 254.5* 255.0* 250.0* 196.5 156.0 14

16 270.0* 228.5 229.0 228.5 196.5 145.5 121.5 16

18 243.0 209.5 210.0 209.5 196.5 136.5 119.5 18

20 216.5 193.5 194.0 193.0 194.0 128.0 117.0 91.3 73.6 20

25 168.5 161.0 161.5 164.5 163.5 111.0 102.0 91.3 73.6 59.3 25

30 134.5 134.5 136.5 138.0 136.5 97.5 95.5 83.8 73.3 59.3 47.6 37.5 30

35 115.0 117.0 115.5 87.1 88.8 75.3 68.3 58.0 47.0 37.5 30.9 35

40 99.8 101.0 99.8 78.0 82.2 68.0 61.7 54.9 45.7 37.4 30.9 40

45 87.4 88.5 87.4 71.9 76.5 62.0 56.5 51.2 42.9 36.3 30.9 45

50 79.4 78.0 66.7 71.4 56.7 51.9 47.9 40.1 34.4 30.9 50

55 70.3 68.8 62.0 67.6 52.2 47.8 44.6 37.7 32.4 30.0 55

60 60.5 59.7 58.3 63.8 48.3 44.2 41.3 35.6 30.5 28.4 60

65 52.5 56.4 56.3 44.7 41.0 38.5 33.5 28.9 27.1 65

70 46.6 51.7 50.3 41.8 38.2 35.9 31.8 27.5 25.7 70

75 43.3 46.7 45.2 40.4 35.7 33.6 30.2 26.1 24.5 75

80 42.2 40.7 39.2 33.4 31.5 28.8 24.9 23.3 80

85 38.4 36.8 35.5 31.4 29.4 27.4 23.9 21.9 85

90 34.5 33.6 32.3 30.0 27.7 26.2 22.7 20.4 90

95 30.7 29.4 28.5 26.2 25.1 21.7 19.1 95

100 28.0 27.5 26.6 24.8 23.8 20.9 17.9 100

110 25.1 22.2 22.1 21.6 19.2 15.7 110

120 18.5 19.9 19.8 17.9 14.0 120

130 17.7 17.9 16.9 16.5 12.2 130

140 15.4 15.1 14.9 10.7 140

150 14.0 13.0 9.4 150

160 12.1 11.0 8.3 160

170 9.3 7.1 170

180 6.1 180

* Special Conditions Or Wire Rope Required
(1) Over Rear Only With Swing Lock Engaged

This information is not for crane operation. Operator must refer to the in---cab information for crane operation. Rated lift-
ing capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.



20 5552 (supersedes 5532)---0609---P6

ATC-3200 Link-Belt Cranes

81,570 lb Counterweight -- Fully Extended Outriggers -- 360˚ Rotation
(All Capacities Are Listed In Thousand Pounds)

Radius
(ft)

Boom Length (ft) Radius
(ft)43.3 (1) 43.3 57.7 71.9 86.3 100.4 114.8 128.9 143.3 157.5 171.9 186.0 196.9

9 400.0* 9

10 350.5* 306.0* 264.5* 255.0* 196.5 10

12 318.0* 277.5* 264.5* 255.0* 196.5 162.5 12

14 279.0* 252.0* 253.5* 249.5* 196.5 156.0 14

16 247.0* 226.5 227.0 226.0 196.5 145.5 121.5 16

18 220.5 210.0 210.0 208.5 196.5 136.5 119.5 18

20 197.0 195.5 195.0 194.5 194.0 128.0 117.0 91.3 73.6 20

25 156.5 156.0 156.5 157.5 156.0 111.0 102.0 91.3 73.6 59.3 25

30 128.0 128.0 128.0 129.5 128.0 97.5 95.5 83.8 73.3 59.3 47.6 37.5 30

35 107.5 109.5 108.0 87.1 88.8 75.3 68.3 58.0 47.0 37.5 30.9 35

40 93.0 90.3 88.6 78.0 82.2 68.0 61.7 54.9 45.7 37.4 30.9 40

45 76.7 77.7 76.2 71.9 76.5 62.0 56.5 51.2 42.9 36.3 30.9 45

50 66.4 64.8 66.7 68.2 56.7 51.9 47.9 40.1 34.4 30.9 50

55 56.7 55.6 60.4 59.5 52.2 47.8 44.6 37.7 32.4 30.0 55

60 48.5 51.6 53.2 51.5 48.1 44.2 41.3 35.6 30.5 28.4 60

65 47.3 46.9 45.3 43.7 41.0 38.5 33.5 28.9 27.1 65

70 42.3 41.7 40.1 38.8 37.9 35.9 31.8 27.5 25.7 70

75 37.3 37.2 35.6 34.3 34.3 33.5 30.2 26.1 24.5 75

80 33.4 31.8 32.3 30.5 30.9 28.8 24.9 23.3 80

85 30.2 28.6 29.9 27.1 27.8 27.4 23.9 21.9 85

90 27.0 25.9 27.2 24.4 25.4 25.4 22.7 20.4 90

95 23.4 24.8 22.4 23.9 23.2 21.6 19.1 95

100 21.1 22.6 21.6 22.0 20.9 20.6 17.9 100

110 18.9 19.4 18.2 18.6 17.9 15.7 110

120 16.4 16.2 16.0 14.8 14.0 120

130 14.2 14.4 13.3 12.2 12.2 130

140 12.1 11.2 10.0 10.0 140

150 9.4 8.1 8.1 150

160 7.4 6.4 6.7 160

170 5.1 5.2 170

180 3.8 180

* Special Conditions Or Wire Rope Required
(1) Over Rear Only With Swing Lock Engaged

This information is not for crane operation. Operator must refer to the in---cab information for crane operation. Rated lift-
ing capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.



215552 (supersedes 5532)---0609---P6

ATC-3200Link-Belt Cranes

55,115 lb Counterweight -- Fully Extended Outriggers -- 360˚ Rotation
(All Capacities Are Listed In Thousand Pounds)

Radius
(ft)

Boom Length (ft) Radius
(ft)43.3 (1) 43.3 57.7 71.9 86.3 100.4 114.8 128.9 143.3 157.5 171.9 186.0 196.9

9 400.0* 9

10 350.5* 306.0* 264.5* 255.0* 196.5 10

12 315.5* 277.5* 264.5* 255.0* 196.5 162.5 12

14 267.0* 256.5* 258.0* 252.5* 196.5 156.0 14

16 233.5 233.0 233.5 231.5 196.5 145.5 121.5 16

18 208.5 208.5 208.5 207.0 192.5 136.5 119.5 18

20 186.5 186.5 186.0 187.0 185.5 128.0 117.0 91.3 73.6 20

25 148.0 148.0 147.5 148.5 147.0 111.0 102.0 91.3 73.6 59.3 25

30 120.0 120.4 120.0 122.0 117.5 97.5 95.5 83.8 73.3 59.3 47.6 37.5 30

35 93.8 96.0 91.5 85.2 88.8 75.3 68.3 58.0 47.0 37.5 30.9 35

40 74.8 77.0 75.2 77.2 76.3 67.8 61.7 54.9 45.7 37.4 30.9 40

45 61.2 63.2 64.1 67.1 65.7 59.7 56.5 51.2 42.9 36.3 30.9 45

50 53.0 56.8 57.2 55.6 51.8 49.4 47.9 40.1 34.4 30.9 50

55 47.6 49.5 48.7 47.1 44.7 42.8 42.8 37.7 32.4 30.0 55

60 42.2 42.6 41.9 40.2 39.5 37.3 36.3 35.4 30.5 28.4 60

65 37.1 36.4 35.0 36.1 33.1 32.9 32.3 28.9 27.1 65

70 32.7 32.2 30.7 32.2 28.9 29.1 29.0 27.5 25.7 70

75 28.5 28.5 27.0 28.5 26.7 26.0 25.9 25.3 24.3 75

80 25.3 23.8 25.3 24.8 23.7 23.8 22.5 22.7 80

85 22.4 20.9 22.4 22.8 22.3 22.1 19.8 21.0 85

90 19.6 19.9 20.1 20.8 20.7 20.3 18.0 18.9 90

95 19.1 17.9 18.8 18.9 18.5 16.5 16.9 95

100 18.3 16.4 17.5 17.2 16.6 15.0 15.2 100

110 14.3 15.0 14.4 13.3 12.1 12.2 110

120 12.4 11.5 10.7 9.5 9.5 120

130 10.2 9.3 8.4 7.3 7.3 130

140 7.4 6.6 5.4 5.4 140

150 5.0 4.1 4.1 150

160 3.9 2.4 2.4 160

* Special Conditions Or Wire Rope Required
(1) Over Rear Only With Swing Lock Engaged

This information is not for crane operation. Operator must refer to the in---cab information for crane operation. Rated lift-
ing capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.



22 5552 (supersedes 5532)---0609---P6

ATC-3200 Link-Belt Cranes

28,660 lb Counterweight -- Fully Extended Outriggers -- 360˚ Rotation
(All Capacities Are Listed In Thousand Pounds)

Radius
(ft)

Boom Length (ft) Radius
(ft)43.3 (1) 43.3 57.7 71.9 86.3 100.4 114.8 128.9 143.3 157.5 171.9 186.0 196.9

9 400.0* 9

10 348.0* 306.0* 264.5* 255.0* 196.5 10

12 293.5* 276.5* 264.5* 255.0* 196.5 162.5 12

14 252.0* 249.0* 250.0* 245.0* 196.5 156.0 14

16 220.0 220.0 220.0 218.5 196.5 145.5 121.5 16

18 196.5 196.5 196.0 195.0 187.0 136.5 119.5 18

20 175.5 175.5 175.0 176.5 174.0 128.0 117.0 91.3 73.6 20

25 134.5 134.5 134.0 132.5 128.0 111.0 102.0 91.3 73.6 59.3 25

30 96.0 96.0 95.8 98.2 96.4 91.8 94.5 83.8 73.3 59.3 47.6 37.5 30

35 71.2 73.5 74.9 77.9 77.1 70.6 68.0 58.0 47.0 37.5 30.9 35

40 57.1 59.9 60.4 62.7 60.7 55.6 55.3 54.4 45.7 37.4 30.9 40

45 48.2 50.9 51.3 50.9 49.1 46.9 46.6 47.0 42.9 36.3 30.9 45

50 42.6 43.0 42.3 40.5 41.2 38.7 39.2 37.0 34.4 30.9 50

55 35.8 36.2 35.5 33.8 35.6 34.0 32.7 31.8 31.2 29.8 55

60 30.3 30.9 30.1 28.5 30.3 31.1 29.6 28.5 27.2 27.4 60

65 27.9 25.9 26.2 25.9 26.9 26.6 25.5 24.0 24.4 65

70 24.8 22.4 24.4 22.9 23.9 23.7 22.6 20.9 21.4 70

75 21.6 20.6 22.3 20.8 21.3 21.0 19.9 18.3 18.6 75

80 18.8 19.9 18.8 19.2 18.4 17.3 16.0 16.2 80

85 17.3 17.6 17.3 16.9 16.0 14.9 13.8 13.8 85

90 15.8 15.7 15.3 15.0 14.1 13.0 11.9 11.9 90

95 13.9 13.5 13.3 12.4 11.4 10.2 10.3 95

100 12.3 11.9 11.6 10.8 9.9 8.6 8.8 100

110 9.4 9.1 8.1 7.4 6.1 6.1 110

120 7.0 6.2 5.2 4.0 4.0 120

130 5.3 4.4 3.5 130

140 2.9 140

* Special Conditions Or Wire Rope Required
(1) Over Rear Only With Swing Lock Engaged

This information is not for crane operation. Operator must refer to the in---cab information for crane operation. Rated lift-
ing capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.



235552 (supersedes 5532)---0609---P6

ATC-3200Link-Belt Cranes

0 lb Counterweight -- Fully Extended Outriggers -- 360˚ Rotation
(All Capacities Are Listed In Thousand Pounds)

Radius
(ft)

Boom Length (ft) Radius
(ft)43.3 (1) 43.3 57.7 71.9 86.3 100.4 114.8 128.9 143.3

10 326.0* 306.0* 264.5* 255.0* 196.5 10

12 274.0* 274.0* 260.0* 252.5* 196.5 162.5 12

14 235.5 235.5 235.0 233.5 196.5 156.0 14

16 205.5 205.5 205.0 206.0 196.5 145.5 121.5 16

18 181.0 181.0 180.5 183.0 179.0 136.5 119.5 18

20 156.0 156.0 156.0 159.5 156.0 127.1 117.0 91.3 54.0 20

25 97.7 95.9 95.6 96.6 94.3 95.3 91.9 87.0 53.7 25

30 66.2 62.0 65.3 69.7 72.4 71.3 68.7 66.3 50.1 30

35 49.6 52.5 53.0 52.1 49.8 49.1 45.9 35

40 38.0 40.4 41.1 40.2 38.4 37.8 38.9 40

45 29.8 32.4 34.3 32.2 33.3 33.0 34.0 45

50 26.4 28.4 28.2 28.7 28.4 28.4 50

55 21.6 23.6 24.1 24.4 24.0 23.6 55

60 17.5 19.7 20.1 20.6 20.1 19.7 60

65 16.5 16.9 17.4 16.9 16.5 65

70 13.9 14.5 14.8 14.5 13.9 70

75 11.4 12.2 12.5 12.2 11.6 75

80 10.2 10.6 10.2 9.7 80

85 8.7 8.9 8.7 8.0 85

90 7.2 7.6 7.2 6.8 90

95 6.3 5.9 5.7 95

100 5.1 4.8 4.6 100

110 3.1 2.9 110

* Special Conditions Or Wire Rope Required
(1) Over Rear Only With Swing Lock Engaged

This information is not for crane operation. Operator must refer to the in---cab information for crane operation. Rated lift-
ing capacities shown on fully extended outriggers do not exceed 85% of the tipping loads.
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Link-Belt ATC
 3275

New Power Line Location
NO PART OF CRANE WILL BE WITHIN

TEN FEET OF POWER LINES

CT-AB3 CT-AB4

CT-AB1
CT-AB2

CT-WW3
CT-WW4

CT-WW1
CT-WW2

Abutment CT-AB3
four slings locations

Worst Case

Wing Wall CT-WW3
two slings locations

Worst Case

Min. SP9000 x 20'
Cap. 90,000 lbs
Abutments & Wing Walls

Min. 35 Ton shackle
attached to lifting strands
Additional shackles will be used
to balance load if needed

Min. 20 Ton
Swift Lift connector
this side only

RIGGING
DIAGRAM

CRANE LANDING PAD min. req'd
Existing grade will be excavated 4' down
Level & Compacted to 95% capacity
6' from side outrigger pads to edge of slope
2' - 6' from rear outrigger pad to edge of slope
slope 1:1

Castleton Bridge BRF 015-2(10)

Schultz Construction
Abutments & Wing Walls

GON

POSITION 2
Link-Belt ATC3275
275 Ton Crane
4'x8'x8" Timber pads (min.)
9' from wing wall
17' from abutment

POSITION 1
Link-Belt ATC3275
275 Ton Crane
4'x8'x8" Timber pads (min.)
6'-6" from wing wall
13'-6'' from abutment



Truck/NEXTbeam access

New Power Line Location
NO PART OF CRANE WILL BE WITHIN

TEN FEET OF POWER LINES

CT-NB2
CT-NB4

CT-NB3CT-NB1

Min. SP5300 X 20'
Cap. 53,000 lbs

Min. 35 Ton shackles
attached to lifting
strands
Additional shackles
will be utilized to
balance load

RIGGING
DIAGRAM

W/O Curb
four sling locations

With Curb
four sling locations

CRANE LANDING PAD min. req'd
Existing grade will be excavated 4' down
Level & Compacted to 95% capacity
6' from side outrigger pads to edge of slope
2' - 6' from rear outrigger pad to edge of slope
slope 1:1

Link-Belt ATC3275
275 Ton Crane
4'x8'x8" Timber pads (min.)
15' from wingwall
25' from abutment

Link-Belt ATC3200
200 Ton Crane
4'x8'x8" Timber pads (min.)
8' from wingwall
16'-6" from abutment

Castleton Bridge BRF 015-2(10)
NEXT Beams
Schultz Construction

GON



Link-Belt ATC
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CT-
AS1

CT-
AS2

CT-
AS3

CT-
AS4

CT-
AS5 CT-

AS2

CT-
AS3

CT-
AS4

New Power Line Location
NO PART OF CRANE WILL BE WITHIN

TEN FEET OF POWER LINES

4 Ton Swift Lift
Connectors
in four locations

SP2120 x 16'
Cap. 21,200 lbs

Approach Slab CT-AS1
four sling locations

Worst Case

RIGGING
DIAGRAM

Castleton Bridge BRF 015-2(10)

Schultz Construction
Approach Slabs

GON

Link-Belt ATC3275
275 Ton Crane
All outriggers set in roadway
4'x8'x8" Timber pads (min.)
8' from Approach Slabs

Link-Belt ATC3200
200 Ton Crane
All outriggers set in roadway
4'x8'x8" Timber pads (min.)
7' from Approach Slabs

CRANE LANDING PAD min. req'd
Pre-paving road elevation
Crane to be erected with new road bed



South Side Abutment CT-AB1 
Capacity: 111,500 lbs @ 45' Anticipated Boom Angle: 55°

Pontoon Loading Program - www. li nkbelt.com https: //www. linkbe lt.com/gbpl/gbte le.asp?model= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt Constructon Equipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 
Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. 0 /R 

92000 lb load @ 45 ft radi us 

61.4° boom angle 

396,258 lb gross vehicle weight (GVW) 

103.4 ft boom + 0 FT fly, w I 2 DEG fly offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date: 6/19/2015- v l. 0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

Ob 21473h 

Slew Angle• 90.0d!g 

Ob 

29337b 9610lb 

11 r--. 

100332)) 

rm 
Slew Angle• 42.0 d&g. 

StewAngle: ~ ~ 

Slew Angle For Highest O/R React ion Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & Crane Conlig) 

Right Front 

146,462 lb 

Right Rear 

169,882 lb 

Left Rear 

169,882 lb 

CAUTION DO NOT USE FOR CA PACITIES! 

Left Front 

146,462 lb 

User to consult the crane rating manual or capacity plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable li ft ing capacities for configured mach ine 
setup. 

Front Bumper 

58,139 lb 

<-Go Back Print this page 

6119120 15 8:22 AM 
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South Side Abutment CT-AB2
Capacity: 111,500 lbs @ 45' Anticipated Boom Angle 55°

Pontoon Loading Program - www. linkbe lt.com https: //www. linkbelt. com/gbpl/gbtele.asp?model= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt Constructon Eq uipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

94000 lb load @ 45 n radius 

61.4 ° boom angle 

398,258 lb gross vehicle weight (G VW) 

103.4 ft boom + 0 FT fl y, w I 2 DEG fl y offset 

Main pontoon : 385 in2; Bumper pontoon: 0 in2 

Date 6/19/2015-v l. 0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

Ob 

37096b 

11 

Sltw A~ • S0.0 deg 

Ob Ob 

r-
J7288b 9689$b 

11 Im 

IOllOlb 17'B67b 

Im -SltwAnglt • 42.0dtg. 

Slew.Angle: ~ ~ 

Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on In1rnt & C rane Config) 

R ight Front 

148,822 lb 

Right Rear 

172,967 lb 

Left Rear 

172,967 lb 

CAUTION: DO NOT USE FOR CA PA CIT IES ! 

Left Front 

148,822 lb 

User to consult the crane rating manual or capacity pl ate supplied 
with the machine for input values and allowable crane 
configurat ions used in these ground bearing reaction calcul ations. 
Do not exceed allowable li ft ing capacities for configured machine 
setup. 

Front Bumper 

59,4 18 lb 

<-Go Back Print this page 

6/ 19/201 5 8:25 AM 

GNYGAARD
Highlight



Pontoon Loading Program - www. linkbe lt. com https: //www. linkbelt.com/gbpl/gbte le.asp?model= ATC-3275+(S2)&t. .. 

1 of I 

Link-Belt Constructon Eq uipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

22000 lb load @ 45 ft radius 

61.4° boom angle 

325,636 lb gross vehicle we ight (GVW) 

l03.4 fi boom + 0 FT fl y, w I 2 DEG fl y offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date : 6/19/201 5 - v l. 0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

2l811lb 19360b 

Slew Angle • SO.O deg 

l lOO<b 25870 1l 

Slew Angie•228.0deg. 

StewMole: io:o-~ 
Slew Angle For Hi ghest O/R Reaction Click & Drag the Boom or Input Slew Angle 

Right Front 

83,435 lb 

O/R Reaction Over 360° (Based on Input & Cra ne Config) 

Right Rear Left Rear Left Front 

92,372 lb 92,372 lb 83 ,435 lb 

CAUTION DO NOT USE FOR CA PACITIES ! 

User to consult the crane rating manual or capacity plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable li ft ing capaci ties for configured machine 
setup. 

Front Bumper 

25 ,870 lb 

<-Go Back Print this page 

611912015 8:32 AM 

South Side Wing Wall CT-WW1
Capacity: 111,500 lbs @45' Anticipated Boom Angle 55°
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Pontoon Load ing Program - www.linkbelt.com https://www. 1inkbe lt.com/gbpl/gbtele.asp?model= ATC-327 5+(S2)&t. .. 

I of 1 

Link-Belt C onstructon Eq uipment Co., Lex ington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

24000 lb load @ 45 ft radius 

61.4° boom angle 

327,636 lb gross vehicle weight (GVW) 

103.4 ft boom + 0 FT fl y, w I 2 DEG fl y offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date: 6/19/2015 - v 1. 0 

Rear O/R Max Load: 203 ,000 lb ; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

2473$1> 

r-. 

Slow A,..0 • 00.0 deg 

2473$ b 

Slew ll. ngle•228.0 deg. 

SlewM~e: io.o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & C rane Config) 

Right Front 

8 1,990 lb 

Right Rear 

90,625 lb 

Left Rear 

90,625 lb 

CAUTION: DO NOT USE FOR CAPACITIES ! 

Left Front 

8 1,990 lb 

User to consult the crane rating manual or capacity plate suppl ied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable li ft ing capacities for configured machine 
setup. 

Front Bumper 

24,735 lb 
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Pontoon Loading Program - www.linkbelt.com https: //www.linkbelt.com/gbpl/gbte le.asp?mode l= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt Constructon Equipment Co., Lexington, Kentucky - ATC-3275 (S2) Uni t: Engli sh 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

98000 lb load @ 45 ft radius 

61.4° boom angle 

402,258 lb gross vehicle weight (GVW) 

103.4 ft boom + 0 FT fl y, w I 2 DEG fl y offset 

Main pontoon : 385 in2; Bumper pontoon : 0 in2 

Date: 6/19/2015 - vl.0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203 ,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

Ob :2 16531' 

SlewAJ>gle • ~.Ocleg. 

Ob Ob 

~ ~ 

'""' 

SlewAng18•42.0 cleg 

SlewAnl)le: ro-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & C rane Config) 

Right Front 

153 ,542 lb 

Right Rear 

179, 137 lb 

Left Rear 

179, 137 lb 

CAUT ION DO NOT USE FOR CA PA CITI ES! 

Left Front 

153 ,542 lb 

User to consult the crane rating manual or capac ity plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable lifting capacities for configured mach ine 
setup. 

Front Bumper 

61 ,975 lb 
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Pontoon Loading Program - www. linkbe lt.com https://www.l in kbe lt.com/gbpl/gbtele.asp?model= ATC-3275+(S2)&t. .. 

l of l 

Link-Belt Constructon Eq uipment Co., Lex ington, Kentucky - ATC-3275 (S2) Unit: English 
Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

100000 lb load @ 45 fi rad ius 

61.4° boom angle 

404,258 lb gross vehicle weight (GVW) 

103.4 fi boom + 0 FT ny, w I 2 DEG ny offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date 6/19/2015 - v 1.0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

Oh 

SlewAngle•SO.Ocleg 

Oh 

2114H1 97467 b 

II u;::iJ ~::JI lloi Im 

103426)) 

Ill 
SJew Angla•42.0deg 

SlewAnole: io.o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on lnpnt & Crane Config) 

Right Front 

155,902 lb 

Right Rear Left Rear Left Front Front Bumper 

182,223 lb 182,223 lb 155 ,902 lb 63,253 lb 

CAUTION: DO NOT USE FOR CAPACITI ES! 

User to consult the crane rating manual or capaci ty plate supplied 
with the machine l'or input values and allowabl e crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable li fti ng capacities for configured machine 
setup. 
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Pontoon Loading Program - www.l inkbe lt.com https: //www. linkbe lt.com/gbpl/gbte le.asp?model= ATC-3275+(S2)&t. .. 

1 of I 

Link-Belt Constructon Equipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM6 Boom on Fully Ext. O/R 

28000 lb load @ 45 ft rad ius 

61.4° boom angle 

331,636 lb gross vehicle weight (GVW) 

103.4 ft boom + 0 FT fly, w I 2 DEG fly offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date : 6/19/2015- v l. 0 

Rear O/R Max Load : 203 ,000 lb; Front O/R Max Load : 203,000 lb; Bumper O/R Max 
Load : 76,000 lb; 

nm• 

85188 b -Slew A~ • 90.0 dtg 

Slew An? • 228.0 deg. 

SlewAnole: io:o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & Crane Config) 

Right J<ront 

79, 195 lb 

Right Rear Left Rear Left Front Front Bumper 

87,247 lb 87,247 lb 79, 195 lb 22,525 lb 

CA UTION: DO NOT USE FOR CA PACIT IES I 

User to consul t the crane rating manual or capacity plate supp lied 
with the machine for input values and allowable crane 
confi gurations used in these ground bearing reaction calculat ions. 
Do not exceed allowable li ft ing capac ities for configured machine 
setup. 
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Pontoon Load ing Program - www.linkbe lt. com https: //www.l inkbelt.com/gbpl/gbte le.asp?mode l= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt Constructon Equ ipment Co., Lex ington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EM5 Boom on Fully Ext. O/R 

57000 lb load @ 65 ft rad ius 

53.4° boom angle 

360,963 lb gross vehicle we ight (GVW) 

117.1 ft boom + 0 FT fly, w I 2 DEG fly offset 

Main pontoon: 385 in2; Bumper pontoon : 0 in2 

Date: 6/19/2015 - v l.0 

Rear O/R Max Load : 203 ,000 lb; Front O/R Max Load : 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

01> 

Slew ArcJie • S:O.O deg 

01> 

90830 I> 

Im 
SlewA.np• 42.0cli!g. 

SlewAngle: io:o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

Ri.ght Front 

135 ,5 17 lb 

O/R Reaction Over 360° (Based on Input & C rane Config) 

Right Reu Left Rear Left Front 

156,528 lb 156,528 lb 135,5 17 lb 

CAUTION DO NOT USE FOR CAPACITIES! 

User to consult the crane rat ing manual or capacity plate supplied 
with the machine for input values and all owable crane 
configurations used in these ground bearing reaction calcul ations. 
Do not exceed allowable li fting capacities fo r configured machine 
setup. 

Front Bumper 

55,052 lb 
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Pontoon Load ing Program - www. linkbe lt.com https: //www. linkbe lt.com/gbpl/gbte le.asp?model= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt Constructon Eq uipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 
Model ATC-3275 (S2) Telescopic Boom with 156,500# CTWT 

EMS Boom on Fully Ext. O/R 

49000 lb load @ 65 ft radi us 117.1 ft boom + 0 FT fl y, w I 2 DEG fl y offset 

53.4° boom angle Main pontoon: 385 in2; Bumper pontoon: O in2 

352,804 lb gross vehicle weight (GVW) Date 6/19/2015 - v LO 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load: 76,000 lb; 

Ol> J017lli 

r-1 

Slew Angle, • 00 .0 deg 

18001> 

r----

Slew Angle• 4&.0 deg. 

SlewAnole: P-~ 
Slew Angle For Highest O/R Reaction Cli ck & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & Crane Config) 

Right Front 

122,4 14 lb 

Right Rear 

139,515 lb 

Left Rear 

139,5 15 lb 

CAUTION: DO NOT USE FOR CAPACITIES! 

Left Front 

122,4 14 lb 

User to consult the crane rating manual or capaci ty plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable li ft ing capacities for configured machine 
setup. 

Front Bumper 

47,63 1 lb 
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I of I 

Link-Belt Constructon Eq uipment Co., Lexington, Kentucky - ATC-3200 II (P6) Unit: English 

Model ATC-3200 II (P6) Telescopic Boom wi th 11 2,435# CTWT 

46/46/461010 Boom on Fully Ext. O/R 

57000 lb load @ 55 ft radius 86.3 ft boom + 0 FT fly, w I 0 DEG fl y offset 

44.4° boom angle Pontoon area: 558 in2 

299,506 lb gross vehicle weight (G YW) Date : 6/19/2015 - v 1.0 

Rear O/R Max Load : 213,568 lb ; Front O/R Max Load: 2 13,568 lb ; 

30644b 

30732 b 

nx·M ri 
15~21 h 60344h 

- .... r---. 
Slew Angle• 306.0 deg. 

SlewAngle: io.o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Hased on Input & Cra ne Config) 

Right Front 

128,832 lb 

Right Rear 

141 ,602 lb 

CAUTION: DO NOT USE FOR CAPACITIES I 

Left Rear 

155 ,922 lb 

User to consult the crane rating manual or capacity plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable lifting capacit ies for configured machine 
setup. 

<-Go Back 

Left Front 

11 5,307 lb 

Print this page 

6/ 19/201 5 8:57 AM 

South Side NEXT Beams CT-NB2 & CT-NB3
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Pontoon Loading Program - www. linkbelt.com https://www. linkbe lt.com/gbpl/gbte le.asp?mode l= ATC-3200+11+(P6) .. . 

I of I 

Link-Belt Constructon Equipm ent Co., Lexington, Kentucky - ATC-3200 II (P6) Unit: English 

Model ATC-3200 II (P6) Telescopic Boom with 112,435# CTWT 

46/461461010 Boom on Fully Ext. O/R 

49000 lb load @ 55 ft radius 86.3 ft boom + 0 FT fly, w I 0 DEG fly offset 

44.4° boom angle Pontoon area: 558 in2 

291,396 lb gross vehicle weight (GVW) Date: 6/19/2015 - v 1.0 

Rear O/R Max Load: 2 13,568 lb; Front O/R Max Load: 213,568 lb; 

35167b 

38523b 

Sltw A~• S\J .O d!g 

634la 1t 263341> 

l«ll25b 61108h 

- rm Slew A tip • 306.0 deg. 

SlewAnole: io.o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on In1rnt & Crane Config) 

Right Front 

11 6,7 12 lb 

R ight Rear 

127,3 15 lb 

CAUT ION: DO NOT USE FOR CAPACITIES ! 

Left Rear 

140,526 lb 

User to consult the crane rating manual or capacity plate supplied 
with the machine for input values and all owable crane 
configurations used in these ground bearing reaction calculations. 
Do not exceed allowable lifting capacities for configured machine 
setup. 

<-Go Back 
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Pontoon Loading Program - www.linkbelt. com https: //www.linkbelt.com/gbpl/gbtele.asp?model= ATC-3275+(S2)&t. .. 

I of I 

Link-Belt C onstructon Equipment Co., Lexington, Kentucky - ATC-3275 (S2) Unit: English 

Model ATC-3275 (S2) Telescopic Boom with 36,000# CTWT 

EM I Boom on Fully Ext. O/R 

28000 lb load @ 60 ft rad ius 

49.4° boom angle 

211,088 lb gross vehicle weight (G VW) 

100 ft boom + 0 FT fl y, w / 2 DEG fly offset 

Main pontoon: 385 in2; Bumper pontoon: 0 in2 

Date: 6/23/201 5 - v 1. 0 

Rear O/R Max Load: 203,000 lb; Front O/R Max Load: 203,000 lb; Bumper O/R Max 
Load 76,000 lb; 

Ob 

Slew Ang.It • 90.0 deg 

Ob 

109021:1 

I I 

SlewAngle • 42.0deg. 

SlewAngle: io.o-~ 
Slew Angle For Highest O/R Reaction Cli ck & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & C rane Config) 

Right Front 

85 ,698 lb 

Right Rear 

95,352 lb 

Left Rear 

95,352 lb 

CAUTION: DO NOT USE FOR CAPACITI ES ! 

Left Front 

85 ,698 lb 

User to consult the crane rating manual or capacity plate supplied 
wi th the machine for input values and allowable crane 
configurations used in these ground bearing reaction calculat ions. 
Do not exceed allowable lifting capacities for configured machine 
setup. 

Front Bumper 

39,825 lb 

<-Go Back Print this page 

6/23/2015 I: 18 PM 

North Side Approach Slabs CT-AS5 CT-AS2 CT-AS3 CT-AS4
Capacity: 37,400 lbs @ 60' Anticipated boom angle: 50°

GNYGAARD
Highlight



Pontoon Load ing Program - www.linkbelt.com https ://www. linkbelt.com/gbpl/gbte le.asp?model= ATC-3200+II+(P6) ... 
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Link-Belt Constructon Eq uipment Co., Lexington, Kentucky - ATC-3200 II (P6) Unit: English 
Model ATC-3200 11 (P6) Telescopic Boom with 55, 115# CTWT 

0/46/46/46/46 Boom on Fully Ext. O/R 

28000 lb load @ 60 ft radius 

48.5° boom angle 

213,763 lb gross vehi cle weight (G VW) 

100.4 fl boom + 0 FT fl y, w I 0 DEG fl y offset 

Pontoon area: 558 in2 

Date: 6/23/201 5 - v 1.0 

Rear O/R Max Load: 2 13,568 lb ; Front O/R Max Load: 213,568 lb; 

n JI""' 81321 b 

20022 b 87992 b r--1 Rew 

SlewAngle•90.0deg 

'8929. JI""' ll502b 

108460 b 4l870 b 

- Reet 

Slew Angle• 306.0 deg. 

SJewAnote: ro.o-~ 
Slew Angle For Highest O/R Reaction Click & Drag the Boom or Input Slew Angle 

O/R Reaction Over 360° (Based on Input & Crane Config) 

Right Front 

93 ,86 1 lb 

Right Rear 

98,273 lb 

CAUTION DO NOT USE FOR CAPACITIES! 

Left Rear 

108,46 1 lb 

User to consult the crane rating manual or capacity plate supplied 
with the machine for input values and allowable crane 
configurations used in these ground bearing reaction calcul ations. 
Do not exceed allowable li fti ng capacities fo r configured machine 
setup . 

<-Go Back 
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